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BVP PAG 
BVP-4/9P/36 Optional Accessorie 
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BVWV-1/1PE BVS-500 i 
BVW.-10/10P/108 BK-807/808/809/8 10/100¢ 30 
HG20 A BK-5001 QO2A/5003/5004/5005 30 

ere BVW-3/3P/3S 


INCH VIDEO TAPE RECORDERS BKE-3001/3002/3005 30 ‘ 
f | (NTSC) (PAL) (SECAM) 


CDP-5000/S000CE 


AVE-3000/3000P 


BVE-800 29 
for Editor 


Betacam with 3-tube system 


Vi4-2000/20001 )00PM 
Optional Accessories tor BVI-2000 serie 
(iKH-2 100 10) 6 TIME BASE CORRECTORS 
GKH-2011/20 01 014/201 i 1 BVT-2000/2000P/ 000S/2000PM 33 
hT-2000 fi BVT-B00/800P/800S 33 
OTR-2006 i BKH-2100/2200 iA 
BK-2006/2007/2008 ( AVT-S00P/5008 34 
ACC i 
(VH-600A/500APS/500APM 6 TIME CODE GENERATOR/READERS 
Vi 180/1 PE ) BVG-100/100PS 35 ‘ 7 
DTA-2006 ) BVG-1500/1500PS 36 - 
Optional Ac 06 for BVi-5O0 sarie AVG-1600/1600PS 16 ‘ H 
AVA-6OL | i 
f of ACCESSORIES 
WT AC-500/500CE 37 
BC-210/210CE 37 $ 
Umatio VIDEOCASSETTE RECORDERS BP-90 a7 e 4 e 
VU. 820/020F 1 CCO cables 48 ) ‘ 
40) P/H005/H00PM 1 CCU cables 36 | “4 
pt 1 ies for AVU BODIE rit CCY cable 38 ih 
Br 106/81 | CCW cable 38 ¢ 
i] ) 1 CCT cable 38 { t 
if) i 110PM 14 ACCC cables 38 ¥ 
t 1 ACC-G cables 39 rs ”~ 
VDC-5 cablo 19 @Ns |S optional ‘ 
DIGITAL VIDEO MULTI-PROCESSORS 1 
Bvx PM i V-16 SERIES 1-INCH VIDEO TAPES 
h t [ Vx V-16-1BA/34A/G4A/96A 40 
[i ( V-16-18SP/34SP/64SP/96SP 40 BVW-1 ‘| P/1 Ss B i i 
1K -1/BVI f V-16-126/156/188 40 © (NTSC) (PAL) (SECAM) jetacam with single-tube system 
Optional Accessories ae 4 See 
COLOR CAMERAS RI-OV/IOV/TIV/12V/14V 40 E TIA ar Oe a - 
fiver f APM CL-16/16SP 40 
f PM 
BV f PM ) BR SERIES U-matic TAPES K 
J \ APM ) KCS-10BR/20BR 41 
KCA-10BR/20BR/30BR/G0BR 41 
a Optional Accessories 
M KC-1¢ 41 
6 oT 4) 
CL-25/25SP 41 
WIRELESS MICROPHONE SYSTEMS 
yt ery WRT-27/27A 42 
M WRR-27 47 
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Mi MICROPHONES AND AUDIO EQUIPMENT 
ue P : = 4 
ECM PSW/PB 3 
' 
mn f Lens is optional 
re @ New recording system with advanced technology BVP-3: 2/-inch three-tube camera 
MONITORS Y, R-Y, B-Y recording format ® Comprehensive indications in viewfinder 
BV + 7 @ Compressed time division multiplex system @ Uses standard size /,-inch HG-20 broadcast use high per- 
Baas @ Very light weight and small packaging formance cassette, or Beta cassette L-500 t 
r ® 8.05 kg (17 Ib 12 0z)—BVW-1 series ® Built-in unidirectional high sensitivity microphone ¥ 
ou @ Separable camera and VTR sections 
es H ff) a ra _ Optional accessories 4 
may be used independently with interconnecting inter NP: Rechargeable baitery pack 
face BC-1W: Battery charger 
@ Two camera configurations Reet Ao caae. 
BVP-1; single-tube HBST camera WRR-27/27A Wireless mic receiver 


BETACAM 


BVV-1 /1 PS Betacam Recorder 


(NTSC) (PAL/SECAM) 


TYPICAL CONNECTIONS 
EXAMPLE (1) 


BVP. BISR ISOs Betacam Camera 


(NTSC) (PAL) (SECAM) 


Lens is optional 


BV P-1 1 P/1 S Betacam Camera 


(NTSC) (PAL) (SECAM) 


Lens is optional 


EXAMPLE (2) 


e 6 


BVW- al 0/1 Of 10S Betacam Player 


(PAL) mISECAM 


Sg aS aE Saat 


BYW-10 
® @ ® Shuttle mode picture search function: /49, 1/40, 9/s, 9/2, 2, 5, 10 ® Remote controllable from: BVU-800 series 
times forward and reverse U-matic, BVH-2000 1-inch Type ‘‘C’’ format VTR 
@ Jog mode function @ Interface with: BVE-500A, BVE-800, BVE-1000/3000/5000 
@ Recognizable color picture up to +5 times normal speed © Front loading allows 19-inch rack mount 
© Dub or composite video output ® Built-in TBC with processor 
@ Built-in D.O.C @ Audio monitoring and level adjustment 
® Built-in SMPTE/EBU time code reader @ Direct drive DC motors 
® 8-digit LED display ® Condition indicators 
TYPICAL CONNECTIONS 
EFP/ENG OPERATION EXAMPLE 1 EFP/ENG OPERATION EXAMPLE 2 


NEWS GATHERING NEWS GATHERING 


NEW FORMAT 
BETA CASSETTE 


NEW FORMAT 
BETA CASSETTE 


BVW-1/3 SERIES BVW-1/3 SERIES 
j 
EDITING EDITING 
/  evirinc rn / BROADCAST / 
CONTROLLER oy U-matic 
4 & a 
BROADCAST [aie 


w U-matic BVW-10 SERIES ce ence 
BVW-10 SERIES ee 


=, STANDARD U malic 


STANDARD U-malic EDITED MASTER TAPE 
EDITED MASTER TAPE 


BETACAM 


SPECIFICATIONS 
CAMERA SECTION z — AvPAPIIS BYP-3 BYP-3P/3S 
a a BVP-1 | yeDieuake PAL (3P) 
— ; ——~T PAL (1P) NTSC SECAM (38) 
NTSC SECAM(1S)_— 
APS re — oe . 240 (9.4'') 
0(9.4") 
Dimensions 178(7") 240 aay 105 (4.1") 
height mm 178(7"') 90 (3.5") 105 ( 210(8.3") 
width mm 90 (3.5"’) ccaie 1") 210(6.3") : 
depth mm as =e Biie ST 4.3 kg (9 Ib 8 02)*? 4.3 kg (9 Ib 8 oz)*? 
a 79) * 1 3.95 — 
Weight kg x 3.95 (6 m1" tf lm oval 12V 12V 
Power requirements Beh S 7 a ee 20W 20w 
Power consumption | 11W l — => 2/,-inch—Salicon x 3 
<> aa 2/," HBST * 1 Le 
Pick-up tube - ee AOD nes 650 lines | 650 lines 
Horizontal resolution 400 lines Sik. aie 2000 lux, F 4.0 at 89.9% reflectance 
os y 
Sensitivity ‘| 2000 hoc F 4.0.61 80.972 ~< = 40 lux with F 1.6 + 1808 
ie rs 6 +12 
Minimum illumination ; 80 lux with F 1,6 + 120 ane 56dB 
SIN ratio 5408 Jk $308 
| Resistration 0.1% 0.1% 
} cane free tree 0.15% 0.15% 
| = free free ry 0.3% 
zone-2 free 0.3% 
zone-3 free AL = 
«1. With 10X zoom lens and viewfinder * 2: Without lens and viewlinder 
PLAYER SECTION 
RECORDER SECTION BVWH0 BVWAOPAOS 
BW-1 BVV-1P/1S [ sar nOR 
day NTSC SECAM (10S) 
NTSC SECAM (1S) (10S) 
i Dimensions F 
apres 203 (8"’) height mm 239 (9.4) 
height mm 112(44") width mm 452 (17.8") 
width mm depth mm 580 (22.8"') 
Gepth mm 232 (9.1") lep' 
} Weignt* * 4.1 kg (9 Ib) Weight 30 kg (66 Ib 2 oz) 
S | Power requirements DC 12V 3 8V a Power requirements AC 90 - 265V (48 - 64Hz) 
s W (12V, CSA) @ | Power consumption 160W max 
sj oe $ 10.15cm/sec 
© | Tape speed 11.B6cem/sec 10.15emisec © | Tape speed _|_11.86cmisec 
Writing speed 3 | 6.9misec 5.7misec Wow & flutter less than 0.15 rms less than 0.15 rms 
t | 
| | Wow & flutier a han 0.15 rms | less than 0.15 rms Playback time*! | 20 min 24 min. 
| Recording time*2 [20min | 24min F_FWD time*! less than 1.0 min less than 1.0 min 
g | SN ratio - L Rewind time* ! less than 1.0 min less than 1.0 min 
| 5 prenente 03 phe | Bana width aCe ; 
i = = = = Luminance 30Hz to 4.0MHz “3 §dB 
| 2 | Frequency response 50Hz t 3 Chrominance R-Y: 30Hz to 1.5MHz +0.5, ~1.00B 
3 <> eon iat 2 = Ey B-Y. 30Hz to 1.5MHz +0.5, —1.00B 
z | SWNratio 5008 (at 3% 3 ¥: 30 
= mate jane (HG20) > | SIN ratio 
«1 Ww in assette tape (HG-20) CimGianes ane 4708 
Seas Chrominance 50dB 490B 
— ——EE 
o | Frequency response 50Hz to 15kHz +3.0dB 
3 _SIN ratio ~__ 50dB (at 3% distortion level) 
bs I Distortio (1kHz reference level) 
. With HG-20 = 
HG-20 Videocassette Design and specifications subject to change without notice 


1-INCH VIDEO TAPE RECORDERS 


(NTSC) (PALISECAM) 
a aes -> . 


rg 


@ Plug-in TBC (option) 
1Hp-p window correction 


Recognizable B/W picture, up to+50 times normal speed 
® High-speed Dynamic Tracking System 
Wide DT range from —1 to +3 times normal speed 


Programmed play 
DT variable memory function 
@ Easy Threading 


New head gate system with precise cross roller guide 
@ Three types of control panel (option) 
@ Two-hour recording and playback 
@ Plug-in time code board (option) 
@ Full scale editing facility 
@ Versatile system interface 
@ New tape transport 
@ Front operation and improved serviceability 
@ Compact and light weight 
@ Audio Ch-4 capability (PS model only) 


2000/2000PS/2000PM tincn vie 


(PALM) 


Control panel and side panels are optional 


Supplied accessories 

50-pin connector for REMOTE OUT-3 
37-pin connector for MONITOR SELECT 
Empty reel 

Extension board 

Operation and maintenance manual 


4-INCH VIDEO TAPE RECORDERS 


VIDEOCORDER 


R BVH-2000/2000PS/2000PM —_— 


OPTIONAL ACCESSORIES FO 


Control panel Type-lil 
BKH-2013 


Control panel Type:!! 


BKH-2012 


e-1 


> 


ntrol panel Typ: 


BKH-2011 


or 


CCJ converter 


BKH-2016 


Plug-in time code 


BKH-2015 


Side pane 


BKH-2014 


KH-2100 | 
With BKH.-2013 8 2100 


BKH-2100 (NTSC) BKH-2200 (PAL) 


Heterodyne board 


HT-2000 (NTSC) 


Remote cor 


BKH-2017 


20 
@%~o 


THC remote 


BK.2006 (NTSC) BK-2007 (PAL) 
BK-2008 (PAL-M) 


ntrol cable 


RCC-5G (5m)/-10G (10m)/-30G gor) 


SPECIFICATIONS OF BVH-2000 SERIES 


BVH-2000 
AC 100 - 120V+10% 


Power requirements 


AC 100/120/220/240V +10% 


AC 100/120/220/240V = % 


Power consumption 


SSOW max 


SSOW max 


550W max t } 


Operating temperature 


5°C to 40°C (41°F to 104°F) 


5°C to 40°C (41°F to 104°F) 


S°C to 40°C (41°F to 104*F) 


Humidity 


10 - 90% RH (non-condensing) 


10 - 90% RH (non-condensing) 


10 - 90% RH (non-condensing) / 


Weight 70 kg (155 Ib) 70 kg (155 Ib) 70 kg (155 tb) al 
Dimensions 570(W) = 680(H) x 588mm(D) 570(W) x 680(H) x 588mm(D) 57O(W) * 680( S88emm{ 
7 H)* Dj 
{including handle & foot) | (22.5 x 26.8 x 23.2’) (22.5 x 26.8 x 23.2") (22.5 * 268x232") ; | 
Recording system High Band FM Recording High Band FM Recording High Band FM Recording Pan 
Recording heads 1.5-Head System 1.5-Head System 1.5-Head System 7h) 
1 head for Video track, 1 head for Sync 1 head for Video track, 1 head for Sync 1 head for Video track. 1 head tor Sync j 
track track track | 
Track 1 Video track/1 Sync track/2 Audio tracks/ | 1 Video track/1 Sync track/3 Audio tracks | 1 Video track/1 Sync track/2 Audio tracks/ 
= 1 Time code or cue track (Audio-3)/ (one track, option)/1 Time code or cue 1 Time code or cue track (Audio-3) 
s 1 Control track track (Audio-3)/1 Control track 1 Control track 
8 Tape speed 24.4cmi/sec 23.98cm/sec 24.4cm/sec 


Writing speed 
(Relative speed) 


25.59m/sec 


21.39m/sec 


Recording time 126min. with 11.75-inch reel 


128min. with 11.75-inch reel 


25.59m/sec 


126min. with 11.75-inch reel 


Time base stability 


| Within 3usec p-p 


Within 3yusec p-p 


Servo lock time Approx. 2 sec 
(with frame capstan servo mode from 


standby mode) 


=I 


Within 3ysec p-p 


Approx. 3 sec 
(with 4-field lock mode from standby mode) 


Tape timer accuracy +1 frame (with continuous control track) 


Approx. 3 sec 
(with 4-lield lock mode from standby mode) 


{ — --____ 


+1 frame (with continuous control track) 


Fast forward/Rewind time 
(Transfer time) 


Recommended tapes 


Within 110 sec (with 1 hour tape) 


Sony's 1-inch High Density Tape or 
equivalent 


Reel size NAB Standard (Max. 11.75-inch type) 


Within 110 sec (with 1 hour tape) 


Within 110 sec (with 1 hour tape) 


+1 frame (with continuous control track) 


Sony's 1-inch High Density Tape or 
equivalent 


NAB Standard (Max. 11.75-inch type) 


Sony's 1-inch High Density Tape or 


equivalent 


NAB Standard (Max. 11 75-inch type) 


Video band width Flat to 42MHz: +0.5dB 


4 5MHz: —3dB 


Better than 48dB (unweighed), 
self recording 

Better than 47dB (unweighed), 
interchanged base [peak-peak composite 
video to rms noise measured with a 
Rohde & Schwarz noise meter] 


SIN ratio 


Flat to SMHz: +0.5dB 
5.5MHz —3dB 


Better than 44dB (unweighed), 

self recording 

Better than 43dB (unweigheg), 
interchanged base [peak-peak composite 
video to rms noise measured with a 
Rohde & Schwarz noise meter] 


Flat to 4.2MHz. +0.5dB 
4.5MHz —3dB 


Better than 48dB (unweighed), 

self recording 

Better than 47dB (unweighed), 
interchanged base [peak-peak composite 
video to rms noise measured with a 
Rohde & Schwarz noise meter] 


Differential gain Less than 4% (with Sony TBC) 


Less than 4% (with Sony TBC) 


Less than 4% (with Sony TBC) 


Video 


Differential phase Less than 4 degree (with Sony TBC) 


Less than 4 degree (with Sony TBC) 


Less than 4 degree (with Sony TBC) 


Transient response Less than 1 


Less than 1 


Less than 1 


“K" factor (2T pulse) Less than 1% 


Tilt (Hor. & Vert.) 


Less than 1% 


Less than 1% 


Moire Less than —40qB (75% Color Bars) 


Less than —35dB (75% Color Bars) 


Less than —40dB (75% Color Bars) 


Chrominance/Luminance | Less than 20 ns 


delay 


Less than 25 ns 


Less than 20 ns 


Low frequency linearity Less than 2% 


Better than 0.98% jess than 2% 


Audio frequency response | CH-1, CH-2 & CH-3 


CH-1, CH-2, CH-3 & CH-4 (option) 
5OHz - 1SkHz/*} §dB 
200Hz - 7.5kH2/+1.0dB 


CH-1, CH-2 & CH'3 
50Hz - 15kHz/"} dB 
200Hz - 7. SkHz/+1.0dB 


CH-3 


50Hz - 15kHz/*} {dB 


Better than 56dB (from 3% distortion level)| Better than 56dB (from 3% distortion level) 


Better than 50dB (from 3% distortion level)| Better than 50dB (from 3% distortion level)| 


CH-1, CH-2 & CH-4 (option) 


CH-3 


CH-1 & CH-2 
Better than 56dB (from 3% distortion level) 
CH-3 
Better than 50dB (from 3% distortion level) 


CH-1, CH-2 & CH-3 
Less than 1% (at operating level) 


200Hz - 7.SkH2/+1.0dB 
Distortion (at 1kH2) 


CH-1, CH-2, CH-3 & CH-4 (option) 
Less than 1% (at operating level) 


CH-1, CH-2 & CH:3 
Less than 1% (at operating level) 


Less than 0.1% (0.5 - 200Hz NAB 
unweighed) 


Less than 0.1% (CCIR weighed) 


unweighed) 
ILE 


Less than 0.1% (0.5 - 200Hz NAB 


Between any two channels 
Less than -60cB 


CH-1 & CH-2 


Between any two channels 


Between any channels 
[Less than -60dB 


Alt Less than —600B 


1-INCH VIDEO TAPE RECORDERS 


BV H-500A/500A PS/500A PM Portable 1-inch VTR 


(NTSC) 


(PALISECAM) 


SPECIFICATIONS OF BVH-500 SERIES 


@ Compact and light weight 


@ Back space assemble e 
@ Digital servo system 


VIDEOCORDER 


dit with ON/OFF switch 


@ Electric tension servo system 


@ Advan | 
@ New color framing facility 


@ Warning indicators 
@ Reel size selector 


ced gyro/rolling characteristics 


@ 60 minutes recording/playback 
Dust and weather-proof housing 


@ Low power consumption 


Supplied accessories 
Empty reel 

CCQ-2AR 

Operation and maintenance manual 


| 


BVH-500A 


BVH-500APS 


BVH-500APM 


| 
| 
| 


General 


Power requirements 


DC 12V 


DC 12V 


= 


DC 12V 


Power consumption 


60w 


60W 


60W 


Operating temperature 


0°C to 40°C (32°F to 104°F) 


0°C to 40°C (32°F to 104°F) 


0°C to 40°C (32°F to 104°F) 


[ Humidity 


10% to 90% (non-condensing) 


10% to 90% (non-condensing) 


10% to 90% (non-condensing) 


| Dimensions 8(H) x 420mm(D) 380(W) x 178(H) x 420mm(D) 380(W) x 178(H) x 420mm(D) 
| 5") = (15*7* 16.5") (15 = 7 x 16.5") 
| Weight | (35 Ib) Approx. 16 kg (35 Ib) Approx. 16 kg (35 Ib) 
| Tape speed | _| 23.98cm/sec "24.4cm/sec 
Writing speed (relative speed) ‘ 21.39m/sec 25. 59m/sec a 


| Recording/playDack lime 


62 min. (with 9-inch reel) 


62 min. (with 9-inch reel) 


Approx. 5 min. (with 9-inch reel) 


Les: than 3.5 sec. (standby mode) 


MHz +0.54B, ¢ 


Better than 43dB 


Less than 4% 


(2T pulse) 


Less than ~354B (75% color bar) 


OOOHz ‘3-§4R 
2‘) §0B (CH-1/2/3) | 
56dB (CH-1/2 


JB (CH-3 


Lu 


is Better than 470B 


Approx 5 min (with 9-inch reel) 
han 3.5 sec. (standby mode) 


MHz 063 


Less than 9% OEE 
Less than 4° ae 


Less than 1% (2T pulse) 
Less than —40dB (75% color bar) 


Less than 25 n sec 
15,000Hz *} §dB (CH-1/2/3) 
er than 56dB (CH-1/2) 
etter than 50dB (CH-3) 
Less than 1.2% (at operating level) 
Less than —60dB (at 1kHz) 
Less than 0.12% rms (NAB unweighed) 
Payback with BVH-1100/1 100A/2000 Sete 


(NTSC) (PAUSECAM) 


BVH-1 1 80/1 1 80 PS hour 1-inch VTR 


89 


Va 


© Three-hour long playing time 

® Audio confidence on audio 1, 2, 3, and 4 (PS only) 

© Fast tape transfer 

@ Reliable tape transport 

@ DROP FRAME function (Tape timer-1) 

@ Two accurate hour meters 

@ Full console configuration(Monitors, Monitor rack, TBC, and 
Time code generator or reader are optional) 


Specifications 
Power requirements: 
Power consumption. 


AC 100/200V +10%, SO/60Hz 

990W max. (VTR) 

2kW max. (including BVT-2000, BVG-1000 and BK- 
1181/BK-1182 with color monitor/WFM/Vectroscope) 


Operating temperature: 5°C to 40°C (41°F to 104°F) 


Humidity: 10 to 90% (non-condensing) 
Weight Approx. 240 kg (VTR and console) 
Approx. 400 kg (including BVT-2000, BVG-1000, and 
BK-1181/1182 with color monitor/WFM/Vectroscope) 
Optional accessories 


BK-1181: Monitor rack for BVH-1180 with audio amplifier 
BK-1182: Monitor rack for BVH-1180PS with audio amplifier 


@ Five random access cue markers, expandable up to 150 
events. 

® Time code or tape time clock drives with 7 digit display 

@ Variable preroll, 0 to 9.9 secs or 0 to 99 secs. 

@ RS-422 plug compatibility with BVH-2000series and BVU- 
820series 

® Search to cue number or time code address 

® Continuously variable playback speed from —/; to +2 times 
normal on BVH-1100series and —1 to +3 times normal on 
BVH-2000series and BVU-820series 

@ Remote operation up to 200m (656 ft) from VTR 

® Built-in diagnostic routines 

® Multi-standard operation; NTSC, PAL, SECAM, PAL-M 


Specifications 


Power requirements. AC 100 to 250V +10% (selectable), SO/60Hz, 40W 


Dimensions: 317(W) x 257(H) x 454mm(D) 
(12.5 * 10 17.9") 
Weight 11.8 kg (26 Ib) 


Environmental conditions: O°C to 40°C (32°F to 104°F) 

25 to 90% RH (non-condensing) 
Operating standards: 60/525 NTSC, 50/625 PAL, 60/525 PAL-M 
50/625 SECAM 


Optional accessories 

BKD-2901. CCJ interface remote adaptor for BVH-1100/1100A/1180 series VTRS 
BKD-2902: Cue marker expansion memory, up to 150 events 

BKD-2903: Cue address read/write function at head end of tape 


w 


MOTT 


Sa 


4-INCH VIDEO TAPE RECORDERS U-matic VIDEOCASSETTE RECORDERS 


500APM e 6 


OPTIONAL ACCESSORIES FOR BVH-500A/500APS/ ] 
F Ri Control Color Playback Adaptor (using with a TBC) FELSOOAtntad ot -820/820P/ 820S U-matic Videocassette Recorder with Dynamic Tracking 
BVR500, CLP-550 inrsc) /S50PS (PALSECAM) Ulcer A 


“e eS “7 
tel ai | 


Specifications 


Specifications Specifications Power requirement: DC 12V 


D sions: 199(W) x 33(H) x 50) D Power requirements: AC 100V/120V/240V +10%, 

eae (7 83 x1 30 197 ue 50/60Hz selectable Power consumption pa 
Weight 650 g (1 Ib 7 oz) Power consumption: 40W max. ee Dimensions: a : oaront 61mm(D) 

able : 424(W) x 100(H) x 462mm 
Cable length: 3m (9.8 ft) Dimensions: " a wee ae it Weight 1.65 kg (3 lb 10.02) 

Weight 13 kg (28 Ib 10 02) 
TYPICAL CONNECTIONS rm erat ac 
CLP-550/550PS OPERATION WITH BVH-500A SERIES (NTSC or PAUSECAM) e Ge = 


WAVEFORM OUTPUT 


REF VIDEO 


mpeg hal 1, me 


AC-INPUT AC-INPUT 


BVU-820 

BVH-500A SERIES ’ { 
| t 
MONITOR Dy ¢ 

TBC VIDEO OUT lua 

DC-INPUT (4 PIN XLR) @ Dynamic tracking playback, from —1 to +3 times normal ‘Supplied accessories as 

OFF TAPE VIDEO speed AC power cord fi: 

f 2 ‘ Dubbing cable VDC-5 (5m) z 
VIDEO OUT , @ Video confidence, simultaneous playback function Remote control cable (9-pin—9-pin) RCC-SG f 
AC-INPUT © Front loading cassette Caan anaihebvonarice manual ‘ 


® Bidirex search function from 4/39 to 10 times playback speed 
: @ Fast forward and rewind up to 40 times qi 
AUDIO OUTPUT CH-1, CH-2, CH-3 AND MONITOR ‘ @ Full feature jog capability é a. e 
@ Built-in full scale editing function % 
@ Digital time counter 
HT-500A OPERATION WITH BV 
a0 BYISOOA INTEC) / @ Fully 19-inch EIA standard rack mountable 
. © Multi-position, removable control panel 
@ Time code recording/playback function i 
© Direct drive system with six DC motors j 
®@ Built-in 2 channel audio mixing facility 


U-matic VIDEOCASSETTE RECORDERS 


BVU-800/ 800 P/ 800S/ 800 PM U-matic Videocassette Recorder 


(NTSC) (PAL) (SECAM) 


@ Front loading cassette . 
© Bidirex search function from 1/3, to 10 times playback speed 


e Fast forward and rewind up to 40 times playback speed 
@ Full feature jog capability 

@ Built-in full scale editing function 

@ Digital time counter 

@ Fully 19-inch EIA standard rack mountable 

© Multi-position, removable control panel 

@ Time code recording/playback function 

@ Direct drive system with six DC motors 

@ Built-in 2 channel audio mixing facility 


Supplied accessories 

AC power cord 

Dubbing cable VDC-5 (5m) 

Remote control cable (9-pin—9-pin) RCC-5G 
Extension board EX-7 

Operation and maintenance manual 


OA ns 0 700 are 


Owag Jomqgog 


BVU-800 


OPTIONAL ACCESSORIES FOR BVU-800/820 SERIES 


40-pin flat cable 


BK-802 


Control panel (with 40-pin/S5m cable) 


BK-801 


BK-803 
Blank panel 
BK-804 Tine esters 
BK-806 
—_ ? 
—_ 


Function panel rear cover 
BK811 


12 


9p" remote contro! cable 


RCC-5G/10G/30G 


BVU-820 BVU-820P 


Dimensions width 454 (17.8"') 
454 
mm (inch) height 283 (11.1"') 263(11.1 i ona a 
depth 550 (21.7) 550 (21.7'") saat 7 ; 
Weight 


38 kg (83 Ib 12 02) 38 kg (83 Ib 12 02) 3B kg (B3 ib 120z) 
AC 100/120/220/240V 210% selectable, 48 to 64Hz a: 
150W 170W 170W es 


5°C to 40°C (41°F to 104°F) 5°C to 40°C (41°F to 104°F) 


Power requirements 


Power consumption 
Operating temperature 


5°C to 40*C (41°F to 104°F) 


@_| Storage temperature -20°C to 60°C (-4°F to 140°F) -20°C to 60°C (-4°F to 140°F) =20°C to 60°C (-4°F to 140°F) 
oO F; " 
c estlocward time with KCA-60 | Less than 4 min Less than 4 min Less than 4 min ae 
© | Rewind time with KCA-60 Less than 2.5 min. Less than 2.5 min Less than 25 min mol 
SHUTTLE: DT SELECT switch off—Still, "/re, /ro, '/s. "/2. 1, 2, 5 and 10 time normal in forward and reverse dir Momeless ai 
Search speed playback is possible within DT range) ee / 
OT SELECT switch on—Var: 1 time reverse direction to 3 times in forward direction (Notseless playback) | 
JOG: Still to 1 in forward and reverse direction (Noiseless playback is possible within DT ranga) | 
Tape speed 9.53cm/sec (3.5 inch/sec) z 
Writing speed 10.26m/sec 8.54m/sec 
Wow/flutter Less than 0.2% rms +0.25% DIN +0.25% DIN Fk 
Recording system Luminance | FM 3.8 -5.4MHz FM 4.8 -6.4MHz FM 4.8-64MHz = 
Chroma SC low-frequency conversion SC low-frequency conversion SC low-frequency conversion 
Horizontal resolution 
8 monochrome mode 340 lines 370 lines 370 lines 
2 color mode 260 lines 270 lines 270 lines 


Signal-to-noise ratio 
B/W mode 
color mode 


490B 
47dB 


50Hz - 15kHz 


460B 
460B 


SOHz - 1SkHz 


Frequency response 
Signal-to-noise ratio 
at 3% distortion 
Input (mic) 
(line) 


SOHz- 15kHz 


48dB 48dB 


—60d0B 3kQ 
+4dB 10kQ/600Q 


—60dB 3kQ 
+4dB 10k2/6002 


—600B 3kQ 
+4dB 10kQ/6002 


Output (line) +4dB +4dB +4dB 
(headphones) —46 to —26dB 8Q —46 to -26dB 82 —46 to -26dB 8Q 
(monitor) +4dB 6002 +4dB 6002 +4dB 6002 


SPECIFICATIONS OF BVU-800 SERIES 


Dimensions width 454 (17.8"') 454 (17.8") 4&4 (17.8) 454 (17.8") 
mm(inch) height 283 (11.1"') 283 (11.1"') 283 (11.1"') 283 (11.1"') 
depth 550 (21.7"') 550 (21.7) §50 (21.7"') $50 (21.7') 
Weight 37 kg (81 Ib 9 02) 37 kg (81 Ib 9 oz) 37 kg (81 Ib 9 oz) 37kg (81 Ib 9 oz) 
Power requirements AC 100/120/220/240V + 10% (selectable), 48 to 64Hz 
Power consumption 150W 170W 170W 


5°C to 40°C (41°F to 104°F) =| S°C to 40°C (41°F to 104°F) | S*C 10 40°C (41°F to 104°F) =| 5°C to 40°C (41°F to 104°F) 


—20°C to 60°C (—4°F to 140°F)| —20°C to 60°C (—4°F to 140°F)| —20°C to 60°C (—4°F to 140°F)|—20°C to 60°C (-4°F to 140°F) 
Less than 4 min Less than 4 min. Less than 4 min Less than 4 min 


Less than 2.5 min [Less than 2.5 min Less (han 2.5 min Less than 2.5 min 


SHUTTLE: Still, "ro. '/s, 4/2, 1, 2, 5 and 10 time normal in forward and reverse direction 
JOG: Still to 1 in forward and reverse direction 


9.53cm/sec (3.5 inch/sec) 


8.54m/sec 


Operating temperature 


| Storage temperature 
| Fast forward time with KCA-60 
| Rewind time with KCA-60 


General 


Search speed 


Tape speed 
Writing speed 


10.26m/sec 10.26m/sec 


8.54m/sec 


Wow/flutter Less than 0.2% rms +0.25% DIN +0.25% DIN Less than 0.2% rms 
———t —4 
Recording system Luminance] FM 3.8 - 5.4MHz FM 4.8 - 6.4MHz FM 4.8 -6.4MHz FM 3.8-5 4MHz 
Chroma SC low-frequency conversion | SC low-frequency conversion | SC low-frequency conversion _|SC low-frequency conversion 
Horizontal resolution 
monochrome mode 340 lines 370 lines 370 lines 340 lines 
color mode 260 lines 260 lines 260 lines 260 lines 
Signal-to-noise ratio 
BW mode 460B 46dB 490B 
color mode 46dB 46dB [eeu al 
= 
SOHz - 1SkKHz SOHz - 1SkHz 50Hz - 15kHz 
480B 48dB 480B 
=60dB 3k2 =60dB 3k2 =60dB 3k2 “|-6048 3k2 
+4dB 10k2/6002 +4d0B 10k2/6002 +4dB 10k2/6002 +4dB 10k2/6002 
+408 \ +406 +408 
—46 to —26dB 8Q —46 to -26dB 8 —46 to -26dB 82 
+4dB 6002 4h +4dB 6002 +4dB 6002 


i‘ 


PY 


U-matic VIDEOCASSETTE RECORDERS 


BVU-110/110P/11 oS 110PM unmatic Portable Videocassette Recorder 


(NTSC) (PAL) (SECAM) (PAL-M) 


SPECIFICATIONS OF BVU-110 SERIES 


@ Light weight and rugged construction 
@ Low power consumption (13W) 

@ Back-space editing 

@ Recording/playback of SMPTE/EBU time code 
@ Real time counter 

@ Picture search function 

@ Warning indicators 

@ Built-in color replay 

@ AGC or manual audio recording 

@ Framing servo 

@ TBC connection facility 


Supplied accessories 

Carrying case 

Shoulder strap 

Carrying strap 

Camera cable CCJQ (10-pin—14-pin) 0.5m. 
Operation and maintenance manual 


Optional accessory 
BK-112 plug-in time code generator 


Dimensions 123(W) x 23(H) x 93mm(D) 
(4.8*0.9x 3.7") 
Weight 250 g (8.8 0z) 


Power requirement: DC 5V (Power is supplied from BVU-110 series) 


BVU-110P 


Dimensions width 
mm (inch) height 
depth 


Weight 
(wibattery, cassette) 


11.3 kg (24 Ib 15 02) 


11.3 kg (24 Ib 15 oz). 


BVU-110 BVU-110S BVU-110PM 
336 (13.2") 336 (13.2) 336 (13.2") 336 (13.2"" 
135 (5.3") 135 (5.3") 135 (5.3") 135 (5 ay, 
393 (15.5") 393 (15.5") _|393(15.5") 393 (15.5) 
9.1 kg (20 Ib 1 02) 9.1 kg (20 Ib 1 07) 9.1 kg (20 Ib 1 oz) 9.1kg (20 Ib 1 oz) 


11.3 kg (24 Ib 15 02) 11.3 kg (24 Ib 15 02) 


OC 124V 


DC 1253V 


DC 12:V DC 12:3V 


Power requirements 
Power consumption 


13W (12V, 1.08A) 


13W (12V, 1.08A) 


13W (12V, 1.08A) 13W (12V, 1.08A) 


0°C to 40°C (32°F to 104°F) 


0°C to 40°C (32 


° e Tl e y 
Fto104°F) |0°C to 40°C (32°F to 104°F) 


Operating temperaiure 
Storage temperature 


20°C to 60°C (-4°F to 140°F)) 


—20°C to 60°C (- 


0°C to 40°C (32°F to 104°F) 
ASF to 140°F)|~20°C to 60°C (—4°F to 140°F)| 20°C to 60°C (-4°F to 140°F) 


Less than 3 min 


Less than 3 min 
+} 


Less than 3 min Less than 3 min 


9.53cm/sec 
a 


9.53cm/sec 9.53cm/sec 


F. FWD, REW TIME 
Tape speed 


+0.25% DIN 


0.25% DIN 0.2% rms 


= cm/sec. 


Recording sysiem Luminance | FM 3.6 - 5. 4MHz 
Chroma SC low-frequency conversion 


}FM 48-6 4MHz 


SC low-trequenc: 


FM4.8-64MHz 


y conversion FM 3.8 - 5.4MHz 


Video 


260 lines 


Horizontal resolution 
(color moce) 


260 lines 


Sc low w-frequency c« conversion 


260 lines 


260 lines 


Signal-to-notse ratio Better than 4508 in color 


Better than 45dB in color 


Better than 45dB in color 


SOHz - 1SkHz 


SOHZz - 15kHz 


Betier than 4608 


input (mic) 
(line) 
Output {line} 
(earphone) 


Signaito-nowe ratio 
al 3% distortion 
) 


Low impedance +408 
balanced 6002 
4 fo- 2008 variable 


14 


Low impedance 
balanced 6009 


~28 10 ~ 1648 variable 


Better than 48dB 


-60dB 3kQ 


—60d0B 3k2 
_| +408 10kQ Poe 10K 
+408, Ta ‘ae 
low impedance + 40B, Low impedance +4dB, 
balanced 6009 balanced 6002 


=28 to - 1608 palanoes 
Seen veueble 32 lo -20dB variable 


SC loy-trequenty COmvalE aay 


SOH2 1SkHZ 


BVU-50/S0P/50S it mens rerama voasemaate Ree 


TSC) (PAL) (SECAM) 


SPECIFICATIONS OF BVU-50 SERIES 


© Compact and light weight: 5.7 kg (1 
without battery and tape wine 
© Back-space editing 
© Long battery operation 
© Gyroscopic error suppression 
®@ Framing servo 
@ RF confidence head 
© Real time tape counter display 
@ Time code address track 
®@ Warning indicators 
@ Audio level control 
® Switchable audio input 
@ Low power consumption 


Supplied accessories 

Carrying case 

Shoulder strap 

Carrying strap 

Time code generator case 

Time code generator attachment 


Optional accessory 
S-76 memory battery 


BVU-50 


BVU-50P 


Dimensions width 
mm(inch) height 
depth 


270(10.6"') 


125 (4.9"') 
335 (13.2"') 


270 (10.6") 


125 (4.9 


335 (13.2") 395132" ‘) 


Weight (Main unit) 5.7 kg (12 Ib 9 02) 


(wibattery, cassette) 7.9 kg (17 Ib 7 oz) 


5.7 kg (12 lb 9 oz) 
7.9kg (17 Ib 7 oz) 


5.7 kg (12 Ib 9 02) 


7.9 kg (17 |b 7 oz) 


Power requirements DC 12°%V 


DC 12°7V OC 12:7V 


Power consumption 11W (12V, 900mA) 


12W (12V, 1A) 12W (12V, 1A) 


General 


Operating temperature 0°C to 40°C (32°F to 104°F) 
Storage temperature —20°C to 60°C (—4°F to 140°F) 


0°C to 40°C (32°F to 104°F) 
=20°C to 60°C (—4°F to 140°F) 


0°C to 40°C (32°F to 104°F) 
—20°C 10 60°C (—4°F to 140°F) 


Tape speed 9.53cm/sec. 


9.53cmi/sec. 9 53cmisec. 


Wow/flutter Less than 0.2% rms 


Recording system Luminance | FM 3.8 - 5 4MHz 
Chroma SC low-frequency conversion 


+2.5% DIN 
FM 4.8 - 6.4MHz 


+2.5% DIN 
FM 4.8 -6.4MHz 


Horizontal resolution 
color mode 
Signal-to-noise raion Better than 46qB in color 


| S0H2 - 15kHz 


SC low-frequency conversion SC low-frequency conversion 
260 lines 260 lines 


Better than 46dB in color Better than 46dB in color 


50Hz - 1SkHz 50Hz- 15kHz 


Better than 48dB 


—60dB 3kQ 
6002 (microphone) 


—32 to -20dB variable 


Better than 48dB Better than 48dB 


—600B 3kQ 
6002 (microphone) 


—60dB 3kQ 
6002 (microphone) 


—32 to —20dB variable —32 to -20dB variable 


oo 
>» 


DIGITAL VIDEO MULTIPROCESSOR 


BVX-30/30 PM Digital Video Multi-Processor 


¥ (NTSC) (PAL-M) 


® Synchronizes output to external reference signal 

®@ Newly developed high-efficiency noise extraction circuit, 
reduces noise up to 15dB 

@ | mage enhancer, independent 4 position H/V detail controls 

@ Three-mode time base error correction U-matic hetero- 
dyne, U-matic direct, direct color*4 

@ Freeze field, freeze frame picture 

@ Optional color correction 

@ Full remote control including optional color correction 

@ Requires only 4 EIA units of EIA rack space 


@ 1 NTSC model only 


Supplied accessories 
Extension board (1 set) 
Rack mounting bracket (1 set) 


Specifications 

Power requirements AC 90 to 132V, 50 to 60Hz 

Power consumption 400W (with BK-31 and BVR-30) 
Operating temperature and humidity 10°C to 40°C (50°F to 104°F), 10 to 80% 
Dimensions Approx. 424(W) x 177(H) x 580mm(D) 
(16.7*x7%*2286") 

Approx. 25 kg (55 Ib 2 oz) 


SYSTEM APPLICATION 


VIDEO SIGNAL SOURCE 
TELECINE, VTR 


MICRO WAVE 
SATELLITE STATION 


BVU 600/820 SERIE 
or CAMERA 
BVH-SO0A SERIES 


OPTIONAL ACCESSORIES FOR BVX-30 


Remote Control Unit 


BVR-30 
Controls all functions of the BVX-30 Digital Video Multi-Processor except 


optional BK-31 color corrector 


6000060 (== 


Specifications 


Dimensions. 212(W) x 88(H) x 110mm(D) 
(8.4*3,5* 4.3") 

Weight 1.3 kg (2 Ib 14 oz) 

Supplied accessories: Remote control cable 
Rack angle 


Operation and maintenance manual 


Color correction/Remote control unit 


BK-31/BVR-10 


66 & &@ 
696 606 666 


Specifications 


Dimensions 212(W)  88(H) x 110mm(D) 
(8.4*3.5x 43") 
Weight 1.2 kg (2 Ib 10 02) 


Color correction range: Gain (R.G.B) +30% , Pedestal (R.G.B) +15% 
Ganma (R.G.B) +10%, Flare (R.G.B) 20% 
Remote control cable 

Rack angle 

Operation and maintenance manual 


Supplied accessories 


COLOR MONITOR 


TV STATION 
SYNC GEN 


TV STATION 
VIDEO 

DISTRIBUTION 
SYSTEM 


‘ 


(PAL) (SECAM) (PAL-M) 


BVP-330A/330AP/330AS/330APM 


@ Three 2/-inch Diode Gun Plumbicon™ 

@ Dynamic focus—improved corner resolution 
® Improved white shading correction 

®@ Auto centering (digital memory) 

® High resolution 

© Compact and light weight (4.7 kg, 10 Ib 6 02) 
@ High sensitivity and low noise performance 
® Color framing output 

@ Low power consumption (24W) 

@ Two line image enhancer 

@ Automatic beam control 

® Automatic iris close 

© Automatic white/black balance 

© Preset color balance 


Portable Color Camera 


Lens and microphone are optional 


Supplied accessories 
Carrying case 

Tripod attachment 
Camera cable (CCQ-2AR) 
Battery case 

Circuit board extender 
Viewfinder 

Eye caps 

PCB extraction tool 
14-pin connector 
6-pin connector 

Bias light lamp 

Fuse 

Dust cover 

Rain proot cover 
Shoulder strap 


ee ern 


k 
4 
4 
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COLOR CAMERAS 


BVP-110/110P/110S/110PM roratie coor camera e 


(NTSC) (PAL) 


(SECAM) (PAL-M) 


Lens is optional 


SPECIFICATIONS OF BVP-110 SERIES 


® New technology HBST single pickup tube 

@ Refined electronic indexing system 

®@ Compact and light weight (2.95 kg, 6 Ib 8 oz) 

@ Low power consumption (11W at DC 12V) 

@ Automatic white balance with 3 independent digital 
memories 

@ Registration free 

@ Built-in genlock sync pulse generator 

® Cable-less package 

@ Two line image enhancer 

® 4-position filter wheel 

®@ Ready for use in 4 seconds from power on 

@ Plug compatible with a wide range of Sony broadcast video 


products 
Supplied accessories 
Sharp-directional microphone Shoulder pad 
Viewfinder Brace 
Camera cable CCQ-2AR (2 meter, 6.4 feet) Extension board 
Lens cap Extractor 
Lens mount cap Carrying case 
Wind screen Shoulder strap for carrying case 


Shoulder strap Operation and maintenance manual 


BVP-110/110PM BVP-110P/110S 

Pickup tube 2/,-inch HBST tube 2/,-inch HBST tube = 
Signal system EIA standards, NTSC (110), PAL-M (110PM) color CCIR standards, PAL (1 10P), SECAM (1 10S) 
Built-in filters 1: 3200°K 1: 3200°K 

2; 5200°K 2: 5200°K 

3: 5200°K +3/,ND 3- 5200°K +3/,ND 

4. 6800°K 4. 6800°K 

+ = ——= = = = 
fem Internal | Internal a 

a External with a VBS or BS signal supp’ K connector | External with a VBS or BS signal supplied to the GENLOCK connector 


Horizontal resolution More than 400 TV lines 


: | More than 400 TV lines 


4 —_ 
| 2,000 Iux with F4 (89.9 


B or +12dB (s 


———- 


Sensitivity 2,000 lux with F4 (89.9 __ ee 

Gain select ic +608 or +1208 ae 

Minimum itiumination | About 80 lux (with FA 9 an d +1208 gained up) 

Video output 1.0Vp-p, sync negative, 75 ohms, unbalanced _ me 
htt a 


Signal-to-nowe ralio 530B or more 


About 80 lux (with FA 6 lens opening and +12dB gained up) 


negative, 75 ohms, unbalanced 


Power requirements DC 10.3V-17V Es: -e 


Power consumption 11W 
“+ 


Warnvup time 4 seconds from preheat mode 


7 Z 
Operating temperature | —20°C 10 +45°C (-4°F to 113°F) 
— 


Storage temperature 20°C 1o +50°C (—4°F to 122°F) 


Weight 2.95 kg without lens (6 Ib 8 02) 


a ‘ 2.95 kg without lens (6 Ib 8 oz) i 


Dimensions 


120 (4.7) 


20 (0.8) 


Unit mm (inch) 


53 (2) @ 


(PAL) 


BVP-330/330P/330S/3 


(SECAM) 


Lens and microphone are optional 


(PAL-M) 


30 PM Portable Color Camera 


© Three ¥/,-inch Diode Gun Plumbicon™ 

® Auto centering (digital memory system) 

® High resolution 

© Compact and light weight (4.7 kg, 10 Ib 6 02) 
@ High sensitivity and low noise performance 
} © Color framing output 

© Low power consumption (24W) 

® Shading correction 

® Two line image enhancer 

® Automatic beam control 

® Automatic iris close 

® Automatic white/black balance 

© Preset color balance 

® Automatic iris control 


Supplied accessories 

Carrying case 14-pin connector 
Tripod attachment 6-pin connector 
Camera cable (CCO-2AR) Bias light lamp 
Bettery case Fuse 

Circuit board extenders Dust cover 
Viewfinder Rain-proof cover 
Eye caps Shoulder strap 
PCB extraction tool 


SPECIFICATIONS OF BVP-330A/330 SERIES 


Pickup tube 


BVP-330/330A 


BVP-330P/330AP BVP-330S/330AS BVP-330PM/330APM 


7/,-inch Diode Gun Plumbicon 


Optical system F1.4 High index prism 

Lens mount Special bayonet mount 

Filter wheels 4 filters 0: cap, 1: 3200°K, 2: 5600°K +4/,ND, 3: 5600°K 
Viewfinder 1.5-inch with PEAKING ON/OFF switch 

Sensitivity 2000 lux with F4.5 (typical) 89.9% reflectance 


Minimum subject illumination 


Approx. 25 lux (F1.4 lens, 18dB gain) 


55dB S7dB 


Signal-to-noise ratio 57dB 550B 
\ 
* Horizontal resolution 600 lines 600 lines 600 lines vee: 
h 1% 

Registration zone 1 A As 8 Ae nee i pH 

zone 2 a » % APM 

zone 3 0.5% (0.4%, 330A) 0.5% (0.4%, 330AP) : =e (0.4%, 330AS) : > % (0.4%, 330APM) 

/ 


Geometric distortion zone 1 


1% 


1% 
2% (1.5%. 330AP) 


2% (1 5%, 330AS) 2% (1.5%, 330APM) 


* Horizontal resolution: center area. 


nae aes, 3308) 2% (1.5%, 330AP) 2% (15%, 330AS) 2% (1.5%, 330APM) 
[ = DC 12V OC 12V OC 12V 
Power requirements DC 12V san 
24W 24w 24W 
woner consume Approx. 2 hours with BP-90 | 
i OX. : 
cones Cee Approx. 3.5 seconds (from preheat condition) 
eee Fl DA —20°C to 50°C —20°C to 50°C 
—20°C to 50°C =20°C to 50°C , “ renee 
Operating temperature Manpieen (-4°F to 122°F) (-4°F to 122°F) (-4 a8 to = a 
°C to 60°C —20°C to 60°C —20°C to 60°C Res uerayae) 
Storage temperature fasFi0 40°F) (-4°F lo 140°F) (-4°F to 140°F) ( 
4.7 kg (10 Ib 6 02) for camera 
0.6 kg (1 Ib 2 02) for viewfinder ) | 
aii 5 5 
e | 
: [° o IS | 
= [0 ° [| 9° | 
2 fe) eo} | 
S 1 
2 ° ° S | 
(o} 


COLOR CAMERAS 


BV P-300A/300A P/300AS/300A P M Portable Color Camera 


(NTSC) (PAL) 


“ 


(SECAM) 


4 


(PAL-M) 


@ F1.4 high index prism system 
® Compact and light weight 


@ Low power consump 
@ High signal-to-noise r 
@ Superior sensitivity 


tion (21W at DC 12V) 
atio 


® Automatic white/black balance with digital memory 
@ 2 line image enhancer 

@ Automatic beam adjustment 

® Level indicator in viewfinder 


@ VBS genlock 


@ Color framing pulse output 
@ Plug compatible with a wide range of Sony broadcast 


products 


Supplied accessories 
Carrying case 
Tripod attachment 


14-pin connector 
6-pin connector 


Camera cable (CCQ-2AR) Bias light lamp 
Battery case Fuse 
Circuit board extenders Dust cover 
Viewfinder Rain-proof cover 
Eye caps Shoulder strap 
PCB extraction tool 
Lens and microphone are optional 
BVP-300A I BVP-300AP BVP-300AS | BVP-300APM 
Pickup tube 2/,-inch Plumbicon™ 
Optical system F1.4 High index prism 
Lens mount Special bayonet mount 
Filter wheels 4 filters 0: cap, 1: 3200°K, 2: 5600°K + 1/,ND, 3: 5600°K 
= 15-inch with PEAKING ON/OFF switch 
2000 lux with F4.5 (typical) 89.9% reflectance 
Sensitivity | (t 1c 
[Minimum subject illumination Approx. 20 lux (F1.4 lens, 18dB gain) 
Signal-to-noise ratio fi 5608 a 54dB° J == | _540B = Ze 56dB 
* Horizontal resolution 600 lines 600 lines Lee 600 lines = | 600 lines 
Registration zone 1 01% = 0.1% 0.1% 0 1% 
zone 2 02 0.2% 0.2% 0.2% 
3 05 05 0.5% 05% 
F 7 4s 5% en ER 15% 
Geometric distortion zone 1 ) 1? Heh ite 
> P 5 5% 5% 
posit az 15 1.5% 1.5% 
eg > Se 
Power requirements ] DC 12V DC 12V DC 12V DC 12V —: 
| Power consumption 21W 21wW 21W 21W = 
Continuous recording time | Approx. 2 hours with BP-90 ; 7" 
> 
Approx. 3 econds (from preheat condition) 
Warm-up time | E ——— 
Pp ——--—-+ rr, rr 10 50°C 20°C 10 50°C 20°C to 50° | -20°C to 50°C 
9°C to 50°C C to 50°C 
Operating temperature (—4°F to 122°F) | (—4°F to 122°F) (—4°F to 122°F) (-4°F ilo 122°F) —_ 
7 Z0*C to 60°C | 20°C to 60°C 20°C to 60°C 20°C lo 60°C 
Storage temperature (—4°F to 140°F) | (-4°F 10 140°F) (~4°F to 140°F) (-4°F to 140°F) - 
a = . 4.95 kg (10 Ib 15 02) for camera 
0.67 kg (1 tb 8 07) for viewfinder 
Auto centering — ean 
a a —— F 
Aulo W/B balance ° Lae = x 
—_$_$$_$—————— eeiiconestinns = laws 
2 line image enhancement ° _ = t0F a ° 
Color framing out from VIF. connection) © i es eee a Din. — 
“Vide nicaior Oo ° | ° 


Video level indicator 


20 


* Horizontal resolution; center area. 


e 


© © = pvp.250/250P. 


(NTSC) 


Supplied accessories 
Carrying case 

Tripod attachment 
Camera cable (CCQ-2AR) 
Battery case 

Circuit board extenders 
Viewlinder 

Eye caps 

PCB extraction tool 


on ortable Color Camera 


Lens and microphone are optional 


14-pin connector 
6-pin connector 
Bias light lamp 
Fuse 

Dust cover 
Rain-proof cover 
Shoulder strap 


SPECIFICATIONS OF BVP-250 SERIES 


Pickup tube 
Optical system 
Lens mount 
Filter wheels 
Viewfinder 
Sensitivity 


Minimum subject illumination 


Signal-to-noise ratio 
* Horizontal resolution 


BVP-250 


79 (3.1) 


© F1.4 high index prism system 

© Three 2/,-inch Saticon™ 

© Compact and light weight 

© Low power consumption 

@ High signal-to-noise ratio 

© Superior sensitivity 

® Automatic white/black balance with digital memory 

® 2 line image enhancer 

® Automatic beam adjustment 

® Level indicator in viewfinder 

®@ VBS genlock 

® Color framing output 

@ Plug compatible with a wide range of Sony broadcast 
products 


DIMENSIONS OF BVP-250/300A/330/330A SERIES 133.5 (5.3) 


[ [. 4s (3.6) 
} 


46 (1 8) 


2. 


base y—- | 
272(10.7)—4 


| 


76 (3.0) 
Unit: mm (inches) 


355 (14) — 


BVP-250P 


1/,-inch Saticon 
F1 4 High index prism 


Special bayonet mount 


4 filters 0: cap, 1: 3200°K, 2: S600°K +!/,ND, 3: 5600°K 


15-inch with PEAKING ON/OFF switch 
2000 lux with F4.0 89.9% reflectance 
Approx. 30 lux (F 1.4 lens, 18dB gain) 


580 lines 


580 lines 


Registration zone 1 
zone 2 
zone 3 


Geometric distortion 
Power requirements 
Power consumption 


Continuous recording time 


Warm-up time 


Operating temperature 


. Horizontal resolution. center area. 


0.1% 


0.4% 
08% 


21W 


Approx. 2 hours with BP-90 | 
Approx. 3.5 seconds (trom preheat condition) 


TyO°C to 40°C (14°F to 104°F) 
=B0°C to 50°C (-4°F to 12°F) 


| 


no 


0.1% 
04% 
08% a 


2.0% max. 


21W 


4.95 kg (10 Ib 15 02) for camera 
0.67 kg (1 1p 8 02) for viewtinder 


=10°C to 40°C (14°F to 104°F) 
=20°C to 50°C (-4°F to 122°F) | 


lon mon non ne) 


fod Ton Koh Ko) 


CCU-300/300P/300PM céntrcr uni 


(NTSC) (PAL) (PAL-M) 


@ AD/DC 2-way power operation 
@ 600m max. power operation 
Max. 600m: 1.5 inch VF in camera 
CCU-300 with AC operation 
Max. 300m: 5 inch VF in camera 
CCU-300 with AC operation 
@ Genlock function 
@ Multi monitor 
@ Mixing monitor 
@ Double jacks for headset 
@ Easy maintenance and inspection 
@ Compact and light weight 


Supplied accessories 

CCU adaptor for BVP-250/300/330 series camera 
Power cable 

Knobs for centering control 

Spare fuses 

PCB extender board 

Spare connectors: 16P, 24P, XLA-7P 

Mounting brackets for CCU adaptor 

Operation and maintenance manual 


Specifications 
Power requirements AC 100/120/220/240V = 10% , SO/G0Hz 
OC 105-17V 
Power consumption: AC 8SW, DC 49W 
Ambient operating temperature: —10°C to 45°C (14°F to 113°F) 
(CCU and CCU adaptor) 
CCU: 218(W) x 128(H) 382mrm{D) 
(@6*5* 15") 
CCU adaptor 77(W)* 146.5(H) x 104mm(D) 
(3x58x4.1") 
Weight CCU: 6.5 kg (14 B 2 07) 
CCU adaptor: 0.7 kg (1 Ib 3 02) 


Dimensions 


COLOR CAMERAS OPTIONAL ACCESSORIES 


DCU-300/300P Digital Command Unit 


(NTSC) (PAL) 


@ Long transmission distance 
14.5mm Triaxial cable—up to 2500m (8202 ft) 
8.5mm Triaxial cable—up to 1200m (3937 ft) 
§C-2V coaxial cable—up to 1200m (3937 ft) 
3C-2V coaxial cable—up to 700m (2297 ft) 

® Radio/telephone links 

@ Secure data coding 

@ Compact size 

® Optional optical fiber links 


Supplied accessories 
Junction box 

Belt 

CCW-2 cable (2m) 
Extension board A, B 
Fuses 

Power supply cord 
Connector XLR-7P (M, F) 
36-pin multi-connector 
Cramper bracket 


Specifications 
Power requirements: AC 100/120/220/240V +10% 

DC 11.5 to 17V (14 - 17V when the CCW-26 is used) 
Power consumption: AC 100W, DC 50W 


Dimensions Camera adaptor: 260(W) x 235(H) x 110mm(D) 
(10.2 x 9.3 x 4,3") 
CCU adaptor: 218(W) x 128(H) x 379mm(D) 
(8.6 x5 15") 
Weight Camera adaptor: 3.3 kg (7 Ib 4 02) 


CCU adaptor: 6.1 kg (13 Ib 7 oz) 


> 


4 


3.6V 500mAhr. 


BV F-5 5-inch B/W Viewfinder 


@ Energy saving design—9.5W 

® Compatible with all systems (NTSC, PAL, SECAM, PAL-M) 
@ Usable as a line monitor 

® Continuously variable peaking compensation 

@ Stable picture 

@ Easy to handle 


Supplied accessories 

VF mounting adaptor 

Hood 

4-pin connecting cable (4-pin—4-pin for power supply) 

6-pin connecting cable A (6-pin—6-pin for BVP-300 series, about 38cm long) 
6-pin connecting cable B (6-pin—6-pin for BVP-200 series, about 50cm long) 
4-pin connector (for power supply) 

Tally lamp 

Fuse 


Specifications 


Dimensions: 140(W) x 120(H) x 270mm(D) 
(5.5* 4.7% 10.6") 
370mm (14.6"’) deep with hood 
Weight 3.5 kg (7 Ib 11 oz) 
Power requirements: DC 10.5V-17V 
Power consumption: 9.5W 


72(H) x 96mm(W) underscan 
(2.8x 3.8") 

Over 500 lines at center 

Over 450 lines at edges 

Less than 2% 

—10°C to 45°C (14°F tot 13°F) 


Picture frame: 
Resolution: 


Picture distortion 
Ambient operating temperature: 


Memory Battery ears no. 152807200 


Rechargeable battery for white balance memory 
i era. 
Supplied with BVP-1 10/250/300A/330/330A series cam 


. 


@ The DCU-300 CCU adaptor and the CCU-300 can be rack 
mounted side by side in a standard EIA rack. 


Dimensions: 482(W) x 132(H) x 330mm(D) 
(19x 5.2* 13") 
Weight: 4,7 kg (10 Ib 6 oz) 


SECAM CONVERSION KIT 


BK-302 (SECAM Board Kit) 
PAL to SECAM conversion kit for: 
BVP-250P, 300P, 300AP, 330P series PAL camera. 


BK-303 (SECAM Board Kit) 
PAL to SECAM conversion kit for: 
CCU-300P PAL camera control unit. 


BK-305 (SECAM Board Kit) 


PAL to SECAM conversion kit for: 
DCU-300 PAL digital command unit 


DC-300 Battery Case 


BP-90 battery case for BVP-250, 300A, 330/330A series 


camera 


Dimensions: 163(W)* 185(H) x 47mm(D) 
(6.4%7.3* 1.9") 


COLOR CAMERAS 


A12 = 9BERM 


J13 x 9B4 IEII 


A14x9.5BERM A17 x 9BERM 


J15x95B4 


N10 x 11RM 


J13 x 9C KRS 


OPTIONAL ACCESSORIES 


A22 x 12.5BERM 


J15 = 8. 5BIE 


A17 x 8.5BERM 


J20 x 8.5BIE 


J15*9.5C KRS 


ZOOM LENS FOR BVP-250/300A/330/330A SERIES 


A12x 9BERM 


A14*9.5BERM 


| Focaliength | length 9- 108mm oBeteane A17*9BERM 
Zoom ratio 12x Tae 7 12.5- 275mm a 
Zoom extender 2x ox ee 22x 17x eS 5) 
Maximum aperture ratio 17 17 a 2x 2x 
20 15 ike 
| tris control Auto & manual Auto & 
manual Auto & manual Auto & manu: eae 
al Remote 
Zooming contrat Manual & motorized Manual & motorized Manual & motorized Manual & motorized Ri 
Minimum object distance 0.8m 0.8m sl aaa A cade rss 
: m 0.7m 
Range of object field _W: 535 x 713mm 518 x 690mm 595 * 793mm 894 x 1192mm 656 = 874mm 
(atIMiO:0) witht Saal 44.8% 59.7mm 37 x 49,.3mm 36 x48mm 41x 54mm 39 51mm re 
Weight (with lens hood) 1.72 kg (3 Ib 12 02) ale 1.77 kg (3 Ib 14 2) 2.15 kg (4 Ib 12 oz) 3.98 kg (8 Ib 12 02) 10.6 kg (23 fb 6 oz) 3 


Optional remote controller RM-S2: Powered zoom and served focus 


RM-S5: Powered zoom and manual focus 


ZOOM LENS FOR BVP-250/300A/330/330A SERIES 


Focal length 9-117mm 9.5- 143mm 8.5- 128mm 8.5-170mm 

Zoom ratio 13x 15x 15x 

Zoom extender 2x — 2x 

Maximum aperture ratio 1.6 18 16 1.6 

Iris control Auto & manual Auto & manual Remote | Remote 

Zooming control Manual & motorized Manual & motorized Remote | Remote 

Minimum aperture distance 0.8m | 1m |__ 0.6m |__9.6m 

Range of object field W: 542 x 722mm | 647 x 862mm =I 603 x 819mm. t 604 x 819mm 

(at M.O.D, with 1x) T: 42 x 56mm 43x 57mm 40 xS2mm 30 x 39mm 

Weight 1.5 kg (3 Ib 5 02) 1.5 kg (3 Ib 5 02) 9.5 kg (20 Ib 15 oz) 8 kg (17 Ib 10 02) 
| Optional remote controller Available Available Available Available 


ZOOM LENS FOR BVW-1/BVP-1/BVP-110 SERIES 


]_N10x11RM J13 x 9C KRS J13 x9 IRS 
= 143mm 

Focal length | 11-110mm 9- 117mm ic vero. “2 
Zoom ratio 10x 13% me = 
Zoom extender = a7) 1.6 1.8 | 
Maximum aperture ratio 1.6 *" ai Rana Auto & manual Auto & manual | 
Iris control Ani emane Manual & motorized Manual & motorized Manual & motorized | 
Zooming control 722 542mm 722 x 542mm + 862 x 647mm _| 
Minimum object field W: y_ragxss7mm | 56x 42mm 56 42mm 57 43mm oe 
(atM.O.D. with 1x) T: 735 kg (2b 1502) 1 45 kg (3 Ib 3 02) | 15kg (3105 02) 


Kee ETL 


MONITORS 


BVM-1900/2000P 19.inci 


(NTSC) (PAL) 


(20-inch) Color Monitor 


© 900 TV lines center resolution at 30 FL. 

® Aperture correction at 4.5MHz and 9.0MHz 

© Unique display set up function for accurate alignment 

® Built-in cross hatch generator 

©@ Inputs for composite or non-composite R.G.B. with external 
sync input, 

® Decoded R-Y and B-Y outputs 

® Matrixed R.G. andB outputs 

Cd ee size stability within +1% from 0 to 100 % APL at 30 

® Over-drive protection circuit protects picture tube damage 

® Comb filter (NTSC)/Notch filter (PAL) 

® 19-inch rack mountable 


Supplied accessories 
Slide rails, slide rail brackets and screws Tally number lavels 
AC power cord Fuses 
10-pin connector ie) 
peration and maintenance: 
Screwdriver Se aatiaas 


BVM-2000P control panel 


SPECIFICATIONS 
| 
| Syetecr eee 
| Power requirerentaiaaa 


625 lines 50 fields PAL 
AC 100/120/220/240V +10% selectable 
Typical 136W, Max. 160W 


525 lines 60 fields NTSC 


Power requirements 


Power consumption 


Typical 136W, Max. 160W 


© 600 TV lines center resolution at 20 FL 

© Aperture correction, up to 8dB boost at 4.5MHz 

® Built-in cross hatch generator 

® Inputs for composite video or non-composite R.G.B. with ex- 
ternal sync input 

© Decoded R-Y and B-Y outputs 

® Fast/slow AFC switch 

® Automatic color, BW mode selection 

© Over-drive protection circuit protects picture tube damage 

@ LED tally lamp with remote control 


Supplied accessories 

Slide rails, slide rail brackets and screws 
AC power cord 

10-pin connector 

Screwdriver 
Voltage indication |avel 

Operation and maintenance manual 


525 lines 60 fields PAL-M 


BVM-1301P 


Typical 136W, Max. 160W 


Dimensions (cabinet type) 


Weight (cabinet type) 


424(W) x 276(H) x 454mm(D) (16.7 x 10.9 x 17.9"') 


R.G.B. VIDEO inputs 0.7Vp-p non-composite or 1Vp-p 


BVM-2000P 


525 lines 60 fields NTSC 


625 lines 50 fields PAL 


AC 100/120/220/240V +10% selectable 
T 


Power consumption 


General 


Typical 248W, Max. 280W 


Typical 248W, Max. 280W 


Dimensions 


580(W) x 456(H) x 621(D)mm (19 x 18 x 24.5") 


Maximum sale input OC 


a ; 


Differential gain 


Wicth 
Underscan 
Linearity 


| 34mm (15.17) 


Wittnn 


Color temperature 
Differential gain 

Differential phase 
Frequency fesponse 


Color mode 


performance 


4 
4 
a 
1S) 
3 
z 


Aperture correction 


(seiectabie) 


26 


—— 
Weight - 49.2 kg (108 |b 7 oz) 

e co VIDEO inputs 07 pe non-composite or 1Vp-p composite video signal ] 0.714Vp-p non-composite or 1Vp-p composite video signal 
x € +60 positive loop through high impedance +6dB positive, loop-through, high impedance 
“ edanc : > throug e 
a E EXT SYNC inputs 4Vp-p =60B negative, loop-through, high impedance 4Vp-p +60B negative, loop through high impedance 
=<] Rep least 4608 (71 th ms alio 7 st 46dB (7\ SHNTEGRNGTar ation 

= leturn loss 2 At east 4608 ( 7MHz with 75 ohms termination) A Al least 46dB (7MHz with 75 ohms termination) 


Within 2% for luminance from zero to 30 FL__ 


Differential phase | Within 2 degrees for luminance from zero to 30 FL 


° Of peak luminance 


90% APL (Average Picture Level) 


bf ae 
: 
Cc 
oe f 
9 E| Frequency response 100Hz to 10MHz 2108 
Ss —— — 
| OC restoration Back porch type 
& Back porch level: Within 1 
+ : 
Height 291mm (11.57) 


Approximately 10% reduction 


central afea bounded by a circle whose diametler 


lable to other color temperatures 5500 degrees K 


_ Within 2 degrees nce {rom zero to 30 FL 


Monochrome mode i 
100HZ to 10MHz * 14GB (Aperture Correction ai zero) 
Trap or Comb Fitter femoves frequency in 3. 58MHz region 
Jejet . *) erat: anal aed Ria 
Adjustable comin UOUsly Up to BdB boost at 4. SMHz or SMHz 


30 FL 


ithin 2% for luminance from zero to 


k Within 2 degrees for luminance from zero to 30 FL 
100Hz to 10MHz +1dB : aa 


Back porch type 
@ lo Back porch level: Within 1% of peak luminance, 10% to 
90% APL (Average Picture Level) 


291mm (115°) 


384mm (15.1°) 


composite video signal +6dB positive, 
loop-through, high impedance 


26 kg (57 Ib 5 oz) 
0.7Vp-p non-composite or 1Vp-p 0.7Vp-p non-composite or 1Vp-p 


p-p negative, loop-through, 


EXT SYNC inputs 


high-impedance 


composite video signal +6aB positive, composite video signal +6dB positive, 
loop-through, high impedance loop-through, high unpedance 
1 - 8Vp-p negative, loop-through, 1 - BVp-p negative, loop-through, 


At least 46dB to SMHz with 75 ohm 


Hz with 75 ohm 
Auioas) eae o : termination (not internally terminated) 


ermination (not internally terminated) 


Ly 


high-impedance 
At least 46dB to SMHz with 75 ohm 
termination (not internally terminated) 


Input performance 


Maximum safe input 


Differential gain ithin 2% for a luminance from zero to 


Lal 


degrees for a luminance from 


Differential phase zero to 20 FL a 


+5 volts 4 
Within 2% for a luminance from zero to Within 2% for a juminance from zero to 

20 FL 
Within 2 degrees for a luminance from Within 2 degrees for a luminance from 


zero to 20 FL 


OOHz to 8MHz +1dB 100Hz to BMHz +1dB 


RGB performance 


| 


239mm (9.4"') 


Frequency response 100Hz to MHz +148 pac porchpe Back porch type 
DC restoration Back Roth es within 1% of peak Back porch level within 1% of peak Back porch level pater : ie a pa 
anatase ie 10% to 90% APL luminance from 10% to 90% APL Luminance from 10% fs a 


182mm (7.16'') 
239mm (9.4"’) 


Approximately 10% reduction 


Approximately 10% reduction 


Approximately 10% reduction 
‘entral area bounded by & 
circle whose diameter 


Within a central area bounded by a 
circle whose diameter equals the picture 
height, within 1% of the picture height 


equals the picture 


Ih Within a central area bounded by a 
circle whose diameter equals the picture 
height, within 1% of the picture height 


height, within 1% of the picture 
6500 degrees K, adjustal 


6500 degrees K, adjustable to other 
standards 


6500 degrees K, adjustable to other 
standards 


Color temperature 


Picture performance 


2% for a luminance from zero to 
i from zero to Within 
Within 2% for a luminance 


a Within 2% for a luminance from zero to 
20 FL 


Differential gain 


Within 2 degrees for a luminance from 
zero to 20 FL 


Within 2 degrees for a luminance from 


Within 2 degrees for a luminance from 
zero to 20 FL 


Differential phase — 


Monochrome mode 


Approximately 10% reduction 
Within a central area bounded bya circle whose diameter 
equals the picture height, within 1% of the picture height 
bade adjustable to other color lemperalures 
at 
Within 2% for a luminance from zero to 30 FL 


Within 2 degrees for a luminance {rom zero to 30 FL 


}O0Hz !o 10MHz + 1dB (Aperture correction at zero) 
Color mode 


__Notch Filter removes frequency in 4.43MHz region 


Adjustable continuously up to BdB boost at 4.5MHz or 9MHzZ 
(selectable) i 


(Aperture correct 


Notch filter removes frequency in 


Notch filter removes 4.43MHz region 


Monochrome mode 
100Hz to 6.5MHz +108 


100Hz to 6.5MHz+14B Be ee) 
ction at zero) (Aperture corre 
(Aperture corre pk at 
creknge Notch filter removes frequency in 


4,.43MHz region 


| 
‘A continuously adjustable front pane! 
control provides up to 8dB boost at 4.5MHz 


justable front pan 


A continuously adjustable front panel 
control provides up to 8dB boost at 4. SMMz 


control provides UI 


—— 


MONITORS 


BV M-4050 4-inch Portable Color Monitor 


(NTSC) 


MAAN 


BVM-4050 with DC-4050 (optional) 


® Trinitron tube enables stable and geometrically accurate 
high brightness display 

@ Horizontal and vertical delay display 

®@ Blue only function 

@ Adjustable hood for operation under high lighting condition 

® Robust package (one piece assemble, high impact metal) 

@ Light weight (only 2.9 kg, 6.3 Ib) 


Battery adaptor 
echargeable battery pack 


D 


OO? 


Ww 


EDITORS 


BV E-5000/5000 Pp Automatic Editing Control Unit é 


(NTSC) (PAL) 


Ve 


@ Fully integrated system: Powerful CPU with operating pro- @ 
gram in ROM specifically designed for on-line and off-line 
editing applications 

@SMPTE/EBU and VITC: Automatic selection of SMPTE/ 
EBU time code or VITC provides frame accurate data at any 
VTR speed including stop motion 

@ Learn mode: Non-standard speed curve on both ‘‘to’’ and 
“‘from’’ VTRs memorized as part of the edit event 

@ Look Ahead Search: Anticipates next event in auto edit 
placing next VTR in preroll 

@ Auto/Semi-Auto List 

® Keyboard: In logical function group 

© CRT display: Clear, high resolution display or active event; 
other events easily recalled 

® Special effects: Internal special effects generation plus 
control of external production switchers 

@ TTY readout: High speed TTY Edit Decision List output with 
punched paper tape in Sony or CMX format 

® Modular construction 
® Optimized system 
® Integration 


Keyboard dimension 600(W) x 80(H) x 220mm(D) (23.6 x 3.1 x 8.7) 


Keyboard weight 6 kg (13 Ib 4 oz) 
Control section dimensior 1000(H) x 650mm(D) (22.4 x 39.4 x 25.6) 


Control section weight 


Operating 


Storage temp: 


t 
alure 10°C to 60°C (14°F to 140°F) 


Power consumption 12kVA 


64 Ib 9 02) B 
40°C (41°F to 104°F) 


6 BV E-3000/ 3000P Automatic Editing Control Unit 


Operator's console 


® Three-VTR editing with A/B roll capability 

@ SMPTE/EBU time code and VITC editing 

© Editing console designed to reduce operator keystrokes 
® Automatic synchronous preview and record modes 

® Edit memory and list management 

© External/Internal switcher control 

® Color framing 

© Software based diagnostic routines 


Specifications 
Power requirements 
Operator's console: AC 100 to 240V, 48 to 64Hz, 130W 
Card rack unit AC 100 to 240V, 48 to 64Hz, 180W 
Operating temperature. 5°C to 40°C (41°F to 104°F). 
Storage temperature —20°C to 60°C (-4°F to 140°F) 


Humidity 10 to 90% RH, non-condensing 
Dimensions: i 
Operator's console: _597(W)x 318(H) x 521mm(D) (23 oe eee 2 
Card rack unit 429(W) x 280(H) x 521mm(D) (16.9 ; 
Weight 
Operator's console: 24.6 kg (54 Ib 4 02) 
Card rack unit 32.8 kg (72 Ib 50 02) 


Card rack unit (supplied) 


BVE-800 Automatic Editing Control Unit 


(NTSC/PAL/SECAM/PAL My 


a 


@ Time code/CTL editing 

@ Three-machine editing with A/B roll 
@ Quick access to edit point 

@ Ten-key Input/Scrachpad resistor 
@ Multi-event memory 

@ Auto search function 

@ First edit function 

@ Split editing 

@ Cue-tone recording/playback 


Supplied accessories 

AC power cord 

Extension board 

Dust cover 

Operating and maintenance manual 


Specifications 

Power requirements. AC 100 to 240V, 50/60Hz 
Power consumption. 75W (max.) 

Weight: 13.3 kg (29 fb 5 02) 


Operating temperature 
Storage temperature 
Dimensions: 


14.5 kg (31 Ib 15 02) with BK board mounted 
5°C to 40°C (41°F to 104°F) 

20°C to 60°C (-4°F to 140°F) 

424(W) x 190(H) x 550mm(D) (16 6 « 75*21T) 


ED ITORS OPTIONAL ACCESSORIES 


BVS-500 Video/Audio Switcher 


® Five Video/Audio input selection 
® External syne in 

® Cue-tone recording 

@ 19-inch rack mount 

® Remote switcher for BVE-800 


Supplied accessories 
AC power cord 

Sorewe fer rack mounting 
Washer 


Operation and maintenance manual 


Specitication 


Dimensions 424(W) & 120(M) * 200mm/(D) (16.7% 5 * 11") 

Weight 6.9 kg (10 Ib 10 ov) 

Power requirement AG 100/110/120/127/220/240V # 10% (selectable) 
HO/MO0M: 

Power consumption POW 


5°C lo AD®C (41°F to 104*F) 
20°C to GO"C (=4°F to 140*F) 


Operating temperature 
lorage temperature 


FEATURE REFERENCE 


Sen LE sa BVU-200, with BKH2013 
Main feature ——~_ | with built-in editor Type-ill control panel 
CTL relerence | ve | YES 
LTC reterence | YES YES 
VITC reterence | YES 
2-machine control | YES i YES 
3-machine ¢ 
8-machme contro! | 
Color framing i ve 
CAT interlace : 3 | 
TTY interface j | 
BEG interface | 
Internal swite et : a | - I 
| YES 
P| << ae 
Multi-event memory ; | 
r ist management ae | | ase 23 
“DTinterece SY SEH lies. > 


BVE-800 ACCESSORIES 


Moda! 
BKE-3001 
BKE-3002 


BKE-3005 
BK-1002 


Model 
BK-5001 
BK-5002A 
BK-5003 
BiK-5004 
BK-5006 


BK-5021 
BK-6022 
BK 5031 


ODP-5000/ 
5000CE 


BVE-800 


Description 


L Connecting VTR 


9-pin Interface board 


36-pin recorder interlace board 
36-pin player interface board 
Cue tone REC/PB board 


BVS-500 remote cable (20. pin) 


Video/audio switcher 


BVE-3000/3000P ACCESSORIES 


Description 


9-pin/10-pin interlace board 


Internal switcher interlace board 
External switcher interlace board 


36-pin interface board 


BVE-5000/5000P ACCESSORIES 


Deseription 

Time code reader board 

10-pin interface board 

J6-pin interlace board 

General purpose interlace board 


9 pin interlace board 


Parallel awiteher interface 
Serial awiteher interface 


AS-2326 interlace board 


Computer display monitor 


BVE-3000 


BVU-800/820 series 
BVU-200 series 
BVU-200 series 


; Connecting VIR 
BVH-1100 series 
BVH-2000 series 
BVU-800 series 


BVU-200 series 


Connecting VIR 


BVH-1100 serios 
BVU-200 series 


BViH-2000 series 
BVU-800/820 series 


(As of September 1982) 


BVE-5000 


PI 


| 
| 
1 
| 
| 
| 
| 
| 
| 
| 
| 
| 
| 
| BVH-2000 SERIES BVH-2000 SERIES BVH-2000 SERIES 
| 
| 
| . 
a i I 
BVT-2000 SERIES BVT-2000 SERIES BVT-2000 SERIES BVT-2000 SERIES 
RECORD-VTR OR PLUG IN TBC OR PLUG IN TBC OR PLUG IN TBC OR PLUG IN TBC 
! 
| 
| 
| 
| 
| 


orto ---- 7 
! ! 
| : : 
| | | 
{ 
\ 
| 
i} 
MONITOR SEG 
BVH-2000 SERIES BVH-2000 SERIES | : 
i | 
H | 
| | : 
L } L he 
“2000 SERIES 
BVT-2000 SERIES Bvt 2000 SERIES | 
OR PLUG IN TBC pamuewnee | 


| CONTROLLER 


TTY 
TYPUTER-SOt 


CRT DISPLAY 


EDITORS 


TYPICAL CONNECTIONS FOR BVE-3000/3000P 


(SECAM) 


P, BVH-2000 SERIES 


R_ BVH-2000 SERIES 


*With 
BKE-3001 (3) 
and BKE-3005 (x1) 


AUX VIDEO IN 


BVT-2000 SERIES 


OR PLUG IN TBC Ps 
*CARD 


RACK UNIT 


GVG 1600 SERIES 


BVT-2000 SERIES 
OR PLUG IN TBC BVT-2000 SERIES 


OR PLUG IN TBC 


@ Correction range of 12Hp-p (NTSC/PAL-M) 

© Correction range of 20Hp-p (PAL/ISECAM) 

@ Dynamic Tracking playback with BVH-1100/1100A/1180/ 
2000 series and BVU-820 series VTR's 

@ 9 bits (NTSC/PAL-M), 8 bits (PALISECAM), 4xfsc sampling 

© 1H prior drop-out compensation with digital Y/C separation 

© Built-in velocity error compensation 

® Built-in sync generator 


P @ Built-in video processor 
§ © Built-in automatic advanced sync generator 


@ Synchronized to external reference signal with high andlow 
tape speed 

© Simultaneous playback monitoring 

® Remote control facility 


Supplied accessories 

AC power cord 

Extension board 

Rack mount metals 

CCY cable 

Operation and maintenance manual 


Optional accessories for BVH-2000 series 
BK-2001 8-line memory board for NTSC 
BK-2003 NTSC heterodyne color processor 
BK-2004 PAL heterodyne color processor 
BK-2005 PAL-M heterodyne color proceso! 
BK-2006 NTSC remote control unit 
BK-2007 PAL remote control unit 


BVU-800 SERIES (BK-606) 


oP BK-807 
as KET, ry 8K-2008 PAL-M remote control unit 
Specifications bie, 48 - 64H2 
M2 Power requirements: AC Sapienza +10% selecta 
gee |P al Power consumption: 620) aaa 
: rating te ture: 0°C- 40°C (32°F to 

noe Nhe 10% - 90% non-condensing 

! Weight: 40 kg (88 I) (0) 
D ‘ 424(W) x 265(H) x 586mm 

BVE-200 ‘ i imensions: Faye ora) 


TIME BASE CORRECTORS 


| © — BVT-2000/2000P/2000s/2000PM 


Digital Time Base Corrector (PALM) 


BVT-800/800P/800S 


(PAL) (SECA) 


Digital Time Base Corrector 


@ TBC for capstan servo color under VTR's 

© Compact and light weight 

@ 15Hp-p window correction (NTSC) 

@ 29Hp-p window correction (PAL, SECAM) 

@ DT operation with BVU-820 series (~1 to 3 times normal 
speed) 

@Connection with one multi-core cable for BVU-800/820 
series U-matic 

@ 8 bits, 3x fsc sampling (NTSC) 

@ 8 bits, Y: 10.9MHz/C: 5.4MHz sampling (PAL, SECAM) 

@ Built-in process mode (NTSC) 

@ Recognizable B/W picture up to +40 times normal speed 

@ Built-in digital DOC 

1H (NTSC)/Y-1H C-2H (PAL, SECAM) 
@ Remote control capability 
@ Selectable V-blanking 


Supplied accessories 

Multi-cable 

Extension cord 

Rack mounting metals 

Operation and maintenance manual 


Specifications 


Power requirements: AC 100 - 120V (90 - 432V/220 - 240V (198 « 264V) 


50/60Hz (48 - 62Hz) 

90W (NTSC), 100W (PAL, SECAM) 
0°C to 40°C (32°F to 104°F) 
=10°C to 60°C (14°F to 140°F) 
10-90% 

424(W) x 88(H) x 515mm(D) 


Power consumption. 
Operating temperature. 
Storage temperature 
Humidity: 


IONS. 
Dimens' topes 5*202") 
11 kg (24 Ib 4 02) NTSC 
weit 13 kg (28 Ib 11 02) PALISECAM 


TIME BASE CORRECTORS TIME CODE GENERATOR/READERS 


BVG-100/100PS 


(NTSC) (PAL/SECAM) 
Portable Time Code Generator 


BVT-500P/500S e 


(PAL) (SECAM) 
Digital Time Base Corrector 


BKH-2100/2200 


Digital Time Base Corrector for BVH-2000 series 


® LTC and VITC generator 

© Normal speed LTC reader function 
© Slave/extrapolation Capability 

® Color frame lock 

® Error concealment Capability 

® Hold/remote hold function 

@ User's bit 


Supplied accessories 

6-pin cable plug for remote contro} 

Reference labels (hexa decimal number and tens frame digit notation) 
Operation and maintenance manual 


> 


Specifications y 


BKH-2100 


® Consists of 4 circuit board (plug-in type) 
® 1Hp-p window correction 
® 8 bits, 4x fsc sampling 
® Recognizable B/W picture, up to +50 times normal speed 
@ Selectable vertical blanking width 
NTSC: 10H to 21H 
PAL: 7H to 23H 
® Remote control capability 
® New velocity compensator (with quadratic compensation) 


Dimension 23(W) x 155(H) x 3225mm(D) each board 
(15*10.2«215") 
tal weight 2.5 kg (5 lb 6 oz 
Oper ; ermnperature *C to 40°C (41°F to 104°F) 
VIDEO 


KAactor Le thar 


Black level/set-up leve IRE (NTSC)O to 100mV (PAL) 
Chroma burst pr t 15° (NTGCi/2 10° (PAL) 
Sysiern SC phase More than 360° 


Gystem sync phass 110 +4y 


| 
3 a fi Dimensions 114(W) * SO(H) x 154mm(D) (4.5 x 2* 6") 
i (including projecting parts and controls) 
= @ @ ° a Ot 3 o Oo Weight 700 g (1 Ib 9 02) including battery ; 
=o y= Operating temperature: O°C to 40°C (32°F to 104°F) 


® Specially designed for color under system VTRs 

@ Alternative system use 
Line in/out, Dub in/line out, Line in/dub out and Dub in/ 
dub out modes 

® 3.5Hp-p window correction 

® Color picture replay up to 2 times normal speed 

® Built-in drop-out compensation (1H line memory) 

® Signal processing controls 

® Built-in chroma noise reduction circuit (BVT-500P only) 

® Variable DG compensation (BVT-500P only) 

@ Luminance/chrominance delay adjustment 


Supplied accessories 
Power cable 
PC extender board 


Operation and maintenance manual 


Specification 
Power requirements 


'0/240V +10 48 - 64Hz 


Power consumption 


Dimensior 7(H) x 5385mm(D) 


Weight 
Operating ternperaturé )°C to 40°C (32°F to 104°F) 


Humidity 10-9 n-condensing 


e 


Storage temperature: 
Power requirements: 
Power consumption 


BVG-100 


OPTIONAL ACCESSORIES FOR BVG-100 SERIES 


—20°C to 60°C (—4°F to 140°F) 

DC 9 - 18V, supplied from VTR or battery (6F22) 
10mA max. 

When POWER is off 0.4mA max 

When light is on 70mA max 


BK-102 


-101 
aan Interface kit for BVU-50 series 


BK-103 
Interface kit for BVU-100 series 


Interface kit for BVH-500 series 


14-pin—14-pin multi-cable 
(connecting to VTR, 0.4m) 
6-pin—DIN 5-pin cable 
(time code output cable, 0.23m) 
Mounting adaptor 
Mounting plate 


14-pin—14-pin multi-cable 

(connecting to VTR, 0.4m) 
6-pin—XLR 3-pin cable 

(time code output cable, 0.36m) 
XLR 3-pin—24-pin cable 

(time code input cable, 0.23m) 


14-pin—10-pin/XLR 3-pin cable 
(connecting to VTA, 0.4m) 
6-pin—DIN 5-pin cable 
{time code output cable, 0.23m) 
Mounting adaptor 
Mounting plate 


TYPICAL CONNECTIONS FOR BVG-100 SERIES 


eWITH BVH-500 SERIES 


Mounting plate 


BVH-500 SERIES 


BVG-100 SERIES 
14-pin 
MULTI-CABLE 
fa) 


REMOTE CONTROLLER 


SERIES BVU-50 SERIES 
BVG-100 


————— 


TIME CODE GENERATOR/READERS 


BVG- it 500/11 500 a Time Code Reader 


WAM) (PALISEC oN) 


~tr moae Sec 


an 


® Readout capability of LTC, VITC and user's bit 
® Built-in character generator 

® 8-digit LED display/display hold 

®@ Waveform processing function (LTC) 

@ Various mode indication 

@ Frame surpress function 

@ Compact and light weight 


Supplied eccessories 

50-pin ribbon connector 

6-pin connector 

Rack mount metal kit 

Labels for remote indicator 
Operation and maintenance manual 


Specifications 

Power requirements AC 100 - 120/220 - 240V + 10%, SO/60 Hz 
Power consumption Less than 20W 

Operating temperature: 0°C to 40°C (32°F to 104°F) 

Storage temperature —20°C to 60°C (—4°F to 140°F) 
Dimensions 
Weight Approx. 4 kg (8 ib 13 oz) 


BVG-1500, 1600 SERIES TYPICAL CONNECTIONS 


EXAMPLE (1) 


RECORDER 


CAMERA 


424(W) x 44(H) x 330mm(D) (16.7 x 1.7 x 13") 


BVG- 1 600/ 1 oat Pon Time Code Generator 


(NTSC) (CALISECAM) 
MMC IOS aS 9 


® LTC/VITC generator 

@ Hexa decimal user's bit data setting 

@ Normal speed LTC reader function 

@ LTC slave lock/re-generation 

@ Time code color frame lock capability 

@ 8-digit LED display : 
® Various mode indication e 


Supplied accessories 

50-pin cable 

50-pin ribbon connector 

6-pin connector 

Rack mount metal kit 

Labels for remote indication 
Operation and maintenance manual 


Specifications 

Power requirements AC 100 - 200/220 - 240V +10 %, 50/60 Hz 

Power consumption Less than 20W 

Operating temperature: O°C to 40°C (32°F to 104°F) \ 
Storage temperature —20°C to 60°C (—4°F to 140°F) 


MONITOR 


Dimensions 424(W) x 44(H) x 330mm(D) (16.7 x 1.7 x 13") 
Weight Approx. 4 kg (8 Ib 13 02) 
EXAMPLE (2) 

PLAYER RECORDER 


VIDEO OUT 


BVG-1500 
SERIES W/CHARACTER 


ACCESSORIES 


AC-500/500CE ac adaptor 


@ AC-500/500CE is used to supply DC power to the Sony por- 
table BV-series equipment. 
It allows genlock by means of a VBS signal. 


Supplied accessories 
AC power cord 
DC cord 2m (1-551-258-00) with XLR-4P 


Specifications 
Power requirements: AC 100//120/220/240V adjustable, 50/60Hz 
Power consumption: 120W max. : 
Input/output terminals: CAMERA connector (14-pin) 
VIDEO OUT connector (BNC type) 
NTSC 1Vp-p, 75 ohms 
MIC OUT Ee acaetad (equivalent to XLA-3-31) 


Reference output: —60dBm 
600 ohms, balanced 


DC OUT connector (equivalent to XLR-4-31) +12.3) 
EXT VBS Input connector (BNC type) 
VBS (1Vp-p) or BS, 75 ohms 


Weight 4.3 kg (9 Ib 8 02) "1 
ime 217(W) x 91 (H) x 327mm(D) (8.5% 36% 12.9") 


V, 7A 


Dimensions 

TYPICAL CONNECTIONS 
PORTABLE COLOR 
VIDEO CAMERA 
BVP-SERIES 


CABLE (14-pin) 
Coax 10m) 


BC-210/210CE sarey cnace 


@ BC-210/210CE is used to charge the BP-90 battery pack 
which is used with the Sony portable BV-series equipment. 


Supplied accessory 
AC power cord 


itications 
pases requirements; AC 100//120/220/240V adjustable, 50/60Hz 
Power consumption: 70W 
Output terminals BATTERY jacks (for charging *4) 


2.0A (typical) 
Charging time Approx. 2 hrs per BP-90 
Weight: 5.2 kg (11 Ib 7 02) 
Dimensions: 217(W) x 91(H) x 320mm(D) (8.5 * 3. 6* 124") 


B P-90 Rechargeable Battery Pack 


ications 
ay eae) NiCd Rechargeable 
Voltage 12V 


Current capacity: SWE 171(H) x 37mm(D) (4.8 6.9% 151) 


ar. 1.7 kg (3 Ib 12 02) 


ges. ee 
a 7 a 


TIT SRE 


ACCESSORIES 


* For more information, please refer to the service manual “Connecting Cable Manual’’. (#9-966-624-02) 


CCQ Cables CCW Cables RCC-G Cables 


VDC-5 


m= -pin—9-pin, RS-422 Remote Control Cable for B -2000 i 

J 14-pin—14-pin Cable for Portable VTR and CAMERA 41-pin—41-pin Cable for CCU-300 OUR ae BF Dubbing Cable for BVU-g00/820 . 
| CCQ-2AR: 2m (6.4ft) CCW-25: 25m (82ft) ett long (16ft) 
a RCC-5G: 5m (16ft) 
y 3 CCO-SAR: 5m (16ft) CCW-50: 50m (164f1) 


-10G: 3 
CCQ-10AR: 10m (33ft) RCC-10G: 10m (33ft) 


RCC-30G: 30m (98ft) 


CCW-100: 100m (328ft) 


CCQ CABLE = 


RCC-CABLE 


Hts ey | ie —————— 
PORTABLE CAMERA PORTABLE VTR WITHGCU ADA ETON EeUREES ( BVU-800/820 Barns a 
OF CCU-300 
i 
i ' 
if 
CCJ Cables CCT Cables f 
10-pin—10-pin Remote Cable for BVH-1100A/1180 series Triax Cable for DCU-300 I . 
VTR CCT-50: 50m (164ft) ae 
CCJ5: 5m (16ft) CCT-100: 100m (328ft) CABLE REFERENCE CHART EG : 
CCV-10: 10m (33ft) CCT-150: 150m (4g2tt) a isan 
CCT-200: 200m (656tt) ee © > be 
|_8VH-1100A/1180 series } i 
BVH-2000 series = y 
DCU-300 BVH-500A series (e) { 
(CAMERA ADAPTOR) DTR-2000 _ : 
8VU-50/110 series ie) ‘ 
COnGABIE ° | BVU-800/620 series = hes 
CAMERA DCU-300 CCU-300 | BVP-110 series fe) i 
BVE-3000/5000 WITH CCU-ADAPTOR (CCU ADAPTOR) | BVP-250/300A/330 series fe) be 
| WITH CCJ-INTERFACE OF CCU-300 CCU-300 series =< | 
BVH-1100/1180 SERIES ( \ OCU-300 series ke 
r BVT-800 series i 7 
; |_BVT-2000 series : 
CCY Cable RCC-C Cables ae f 
18-pin—18-pin Cable for BVT-2000, BVT-800 20-pin—20-pin Remote Cable for BVS-500 | Sve sooo Sones 
CCY-3: 3m (10ft) RCC-5C: 5m (16ft) BVESAGG sales i 
(supplied with BVT-2000, BVT-800) RCC-10C; 10m (33ft) aa eG 
} | | BVG-100 series 


CCY CABLE 


\ RCC-CABLE 
(20-pin) [--——— 9 | 
a | 


BVS-500 


BYT-800, 2000 


BVU-200/820 
BVH-1100A/1 180/2000 


BVE-800 


38 


R1 


R1-9V 


12V 


Rt 10 


R1- 14V_ 


R1-41V 


V-16 SERIES 1-INCH VIDEO TAPES 


* For more information, please refer to the brochure ‘Sony Broadcasting Video Tz ape 


Flarne retardant shit 
CL-16SP 


@ 


V-16-18A/34A/64A/96A 
(V-16 Tape with Carrying Case) 


Reel size Length Playing time ———— ~~ 1. 9% 
Model (inches) m (feet) Srey ‘ S29 02a) 5 <0 i Og? 
eS ae | PALISECAM g 72 (236) | | 
V-16-18A 8 265( 869) 18 " : ee ee . 
| V-16-34A 7 8 500(1 640) he te i 
| v-te64a | 9 | 940(3,084) | PEResaae j 
| V-16-968 "| 10%, 1,410 (4,626) 98 
* with case = 
: 
V-16-18SP/34SP/64SP/96SP | 2 
(V-16 Tape with Shipper CL-16SP) . 
5 ee : | 
2 Playing tim + nia ‘ 
USS oer == ( | (  KCA-10BR/20BR/30BR/60BR 
shes) m (feet) = - g (Ib) | ‘| 
vi6-18sP | 8 5 0(4.4) Tape length Playing time Weignt 
—_ m (ft) (min) gm) 
V-16-34SP 8 61 oe 
V-16-64SP_ | 9 | KCA-60BR 358 (1174) 60 580 (1.2) 
ae | KCA30BR 186 (610) 30 STON 
| vi696SP | 104, 1,410 (2 6 aia 
ee KCA.20BR 129 (423) 20 u 
with shipper KCA-10BR 72 (236) 10 lJ 
are: ey Playing time ae 
Model Reelisize yet (min.) yea 
os ‘ | NTSC | PALISECAM | “9 
V-16-126 11.75 | 1,850 (6,069) 4.4( 9.7) 
V-16-156 12.5 2,290 (7,51 | 15€ 158 4.9(10.8) 
V-16-188 14 ),039 Ds 8 to 19 6.0 (13.2) 
U-matic TAPES — 
| OPTIONAL ACCESSORIES FOR / 
| 
| 
| 
= —_ 
y e ® : 
BD CL-25SP: 
25! A type 
waa 1 Cae for KCA type reguiar U-matic tene ae ascahe won 
Pa case KC-1C: cae wideocassel 278 0" videocassette tape 
Y '. ei 
CL-16 Head cleaning videocassette tape for portable U~ maticl) videoc2 
fegular U-matic videocassette tape tape recorder 


recorder/player 


WIRELESS MICROPHONE SYSTEMS 


* For more information, Please refer to the brochure “Sony Wireless Microphone Systems" 


WRT-27/27A UHF Transmitter 


® Crystal resonator provides stable operation that is virtually 
independent of ambient temperature variation 

© Transmitter accepts dynamic, condenser, or any other type 
of microphone with a plug adaptor 

© Suitable for inconspicuous use 

© Transmitter weighs only 130g and is small enough to fit into 
a shirt pocket 

® LED battery checker indicates battery condition and givesa 
signal when input exceeds the Standard level (can be ad- 
justed with built-in attenuator) 

®2-hour continuous operation with a single 9V transistor- 
radio type battery (Sony OO6P) 


WRT-57 UHF Wireless Microphone 


® Employs miniature helical resonator filters, plug hybrid IC 
developed by Sony. This small wireless microphone 
represents a significant advance in reliability 

® Wide dynamic range, thus providing greater linearity in fre- 
quency modulation 

® Excellent sound quality due to incorporation of back electret 
condenser microphone capsule 

@ Since UHF band requires only a 16cm (400MHz Band) 
antenna wire, greater signal emission efficiency is attained 

® The shorter UHF band wireless microphone antenna looks 
neater on the TV screen and permits freer movement by 
performers 


WR R-27 UHF Tuner 


® Compact antenna system for UHF band operation 

@ Double superheterodyne circuit employing crystal-con- 
trolled local oscillators for exceptional temperature and fre- 
quency stability over an extended period of time 

© Bandpass filter including helical resonator in the RF-stage 
for excellent spurious rejection 

® Approximately 5 hours of continuous operation on 6 Sony 
SUM-3S (AA size) batteries v 

© 3-mode meter indicating RF input level, audio output level, 
and battery condition 

® Audio output monitoring through the supplied earphone 

® Optional shoulder strap for handling convenience. The 
antenna can be attached to this strap 


*F 


C-74 


@ Super uni-direction 


@ Suitable for ENG with portable video 


camera 


(Grip optional) 


@ Optional microphone cables: 


EC-0.5C2F (XLR-3-pin—XLR-3-pin) 
EC-cables (XLR-3-pin—XLR-3-pin) 
@ Applicable stand: B-302 (with an op- 


tional grip GP-3) 


® Omni-direction 
® Weighs only 8.5 g 
® Optional microphone cable: 


EC-cables (XLR-3-pin—XLR-3-pin) 


TC-D5 PRO 


Professional Stereo Cassette Deck 


System: 
Power 
reguirements: 
Weight: 
Dimensions: 


4 \rak 2-channel stereo/mono 


DC 3V 


1.7 kg (31 Ib 12 02) 


237(W) x 48 (H) x 
(9.3« 19x66") 


ECM-50PSW/PBW 


168mm(D) 


MICROPHONES’AND Au} 


more information please refer to the brochure Sony Professional Mic 
or 2 


C-76 


(Grip optional) 


@ Super uni-direction 
®@ Suitable for studio 


@ Optional 


microphone cables: 


EC-cables (XLR-3-pin—XLR-3-pin) 


@ Applicable stand: B-302 (with an op- 


tional grip GP-3) 


B-302 Boom Stand 


Available screws ht pipe thread 
/; 


ie thread 


Boom length 1,030mm 
Stand height 990- 1,770mm 
Weight 5kg(11!b) 


AC-1 48F AC Power Supply 


Allows 4 cond 
denser microphon 
ternal power soi 4 
connectors OF cable: 


System. 

Power 
reguirements 
Quiput voltage 
Dimensions 


Weight 


nan ex- 
e to operate on < 
ly without additional 


a-channel ex! ernal power supply 


‘Ac 100- 120, 220 -240V 


N a 
De WX 74 (H)* 169mm(D) 


67) 
7,9 2.9% 
o 4g (4 Ib 2.02) 


O EQUIPMENT 


lenser OF electret con- 


F-115 


© Omni-direction, al! weather type 

® With cable and plug { 
@ Applicable stand: A-12/12N, A-16/ 

16N, B-302, CRS-3P/3N 


5 N Cradle Suspension 
CRS “SN §/,'-27 thread, grip 19—24mme 
CRS-3P 


Available screw '/;' pipe thread, grip 16—24mme 


EC-10C2 (10m) 
EC-20C02 an 
C-30C2 (30m 
Becics Cable with XLR—3-pin 
Connector 


MICROPHONES AND AUDIO EQUIPMENT 


Inputs MIC (4-channels), -70dBs (—30dBs max.) 
-60dBs (-20dBs max.), -50dBs 
(—10dBs max.), or —40dBs (OdBs max.) 
selectable, low impedance, balanced, 
Cannon 
LINE: -20dBs (OdBs max.) or +4dBs 
(+24dBs max.), 10k 2, balanced, 
Cannon 
MONITOR IN (2 channels): ~20dBs ~ 
+10dBs, 7k 2, unbalanced, SMC-type 
Oulputs MAIN (2 channels): +4dBm (+20dBm 
max.), 6002, balanced, Cannon 
SUB (2 channels): -20dBm (~4dBm max.) 
or ~64dBm (-48dBm max.), 6002, 


MX-P42 Portable Automatic Mixer balanced; Cannon 
Power 
Compact microphone mixer with chan- requirements: DC 9V(LA-14 x6) 
nel-wise ALC (Automatic Level Control) —_pimens) SORE TONE 
for maximum handll é s jons. 295(W) = 70(H) x 200mm(D) 
andling ease in the field) (11.6 x 2.8% 7.9") 
Weight 3.9 kg (8 Ib 10 02) with batteries 


PRODUCT REFERENCE CHART 


MODEL 


(As of September 1982) 


BKH-2100 
=| 
BKH-2200 


BVT-500 
BVG-100 


BVG-1500 


BVP-3 


BVG-1600 


O/O}OJO/O/OJO\oO 


BVH-2000 
BVH- 

1150 CCU-300 | 
BVH-5S00A NCU GE dL 
BVU-820 BVKGn =! 


DTR-2000 


BVU-110 


BVP-330A 


BVP-330 


BVP-300A 


BVP-250 


BVM-2000 
BVM-1201 


BVM-1301 
BVM-4050 


BVE-5000 


BVE-3000 . 


A 

Al2x9BERM 24 
Al4x95BERM 24 
AITxB5BERM 24 
AI7x9BERM 24 
A22x125BERM 24 
AC-148F 43 
AC-500/S00CE 37 


B 

B-302 43 
BC210210CE 37 
BK-302/303/305 23 


BK-807/808/809/810 30 

BK-2006/2007/2008 6 

BK-5001/5002A/5003/5004/5005 30 

BK-5021/5022/5031/1002 30 

BKE-3001/3002/3005 30 

BKH-201 1/2012/2013/2014/2015/2016/2017 6 

BKH-2100/2200 6°34 

BP-90 37 

BVE-00 29 

BVE-3000/3000P 29 

BVE-5000/5000P 28 

BVF-5 23 

BVG-100/100PS 35 

BVG-1500/1500PS 36 

BVG-1600/1600PS 36 

BVH-SOOA/SOOAPS/SOOAPM 8 

BVH-1180/1180PS 9 

BVH-2000/2000PS/2000PM 5 

BVM-1201/1301P/1301PM 27 

BVM-1900/2000P 26 

BVM-4050 28 

BVP-1/1P/1S 3 

\VP-3/3P/3S, 

ByP-10/110P/1 10S/1 10M 18 

vP-250/250P 21 

Sra 
-330/330P/3: 

yp a0A/330APSZ0ASIG304PM w7 

BVA-10/30 ue 


y50P/50S 15 
pyvu-110/110P/110S/1 0PM is 
vu-800/800P/800S/800PM 
BVU-820/820P/620S "1 
BW-1/1PS 2 
Byw ters ; 

-3/3P I 
aw 10/10/05 3 
BVx-30/30PM 1 


c 
c7am6 43 
GC cables 
CCQ cables = 
cables 
oe 300/300°/300PM 2 
CCW cables og 
cable 
oP 5000/50000E ae 


H 

HG20 4 
HT-SOOA 10 
HT-2000 6 


J 

19984 IE 24 
JI9*SCIAS 24 

J13*9CKRS 24 
JIS*BSBIE 26 

J15x95B4 24 

J15x95CKRS 24 
J20x858IE 24 


K 
KCIC 4) 
KCA 10BR/20BRIS0BR08A 41 


KCS1C 4! 
KCS-10BR/208A 41 


M 
Memory Battery 23 
Mx-P42 44 


N 
NIOx1IRN 24 


B vnovinivir2vinav 40 
RCC-5G/10G/20G 612 39 
RoCC cables 38 
AcCGcables 39 
RMM:301 23 


s 

$76 15 

T 

TC-DSPRO 43 


v 
a0 
V-16-1BA/34A/64A/904 ) 
vie-raspraesressrisesr | 4 
v-16-126/156/188 40 


vocs cable 39 


w 

WAR-27 42 
wata7i27A 42 
wats? 42 


- Telex: 858424 


North America 

Sony Broadcast (U.S.A.) 
676 River Oaks Parkway 

San Jose, CA 95134 

USA. 

Phone: (408) 946-9090 

Telex: 424595 SONY UI 


Sony of Canada Ltd. 
405 Gordon Baker Road, 
Willowdale, Ontario, M2H 2S6, 
CANADA 

Phone: (416) 499-5111 

_ Telex: 06-986773 


Europe/Middle East/Africa 
Sony Broadcast Products 
Company (U.K.) 

City Wall House 

Basing View, Basingstoke 
Hampshire RG21 2LA 

United Kingdom 

Phone: 0256-55011 


Central & South America 

Sony Corporation of Panama, S.A. 
Apartado 4317 

Panama 5 

Rep. of Panama 

Phone: 64-3611 

Telex: 2059 SONY PA 


Sony de Venezuela, S.A. 
Apartado 69096: 

Caracas 1070 

Veneg#iela 

Phone: 02-239-3776 

Telex: 25571 SONYVC 


Sony Motoradio-Com. e Ind. Ltda. 
Rua Inocencio Tobias No. 125 

Parcue Industrial Thomaz Edson 

Barra Funda 

Caixa Postal No. 30618 

Sao Paulo, S.P. 

Brazil 

Phone: (11)-826-1177 

Telex: 1 121677 SONY BR 


ron Yuen Elec. es. Ltd. (Hong Kong) 


_ Phone: 5-451 123 
/ Telex: 76281 LBC HX 


Industries Inc. (Philippines) 
"1 


GALVA Corporation (Indonesia) 
1 


[SONY GROW) ee ee 


Oceania 


Sony (Australia) Pty., Ltd. 
Sony House 

453-463 Kent Street 

Sydney, N.S.W. 2000 

Australia 

Phone: (2)-20221 

Telex: AA24254 


Asia 

Sony Corporation of Hong Kong Ltg. 
St. George's Building 22nd FI. 

No. 2 Ice House Street 

Hong Kong 

Phone: (5)-228061 

Telex: 73249 


Japan 

Sony Corporation 
Communication Products Group 
4-14-1, Asahi-cho, Atsugi-shi 
Kanagawa-ken, 243 Japan 
Phone: 0462 (30)-5111 

Telex: 3872306 SONY ATJ 


